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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

| 4

MAIN MATING GUIDE

—A

ATTACHED

[>

ATTACHED

5

c

A

_ﬁ. M o— =t
z {
]
>> {
W)
1.510.2 1.510.2
11.810.3
12.9753 (o)

PRESS FITTING

PAESS FITTING

DIP POST DIA.
(0.2%0. 4)

{ 12 JHEX

"

0y,
%

O 150,05 . 1.540.05 MAIN MATING GUIDE / 2
6? = st =N s
Ss S e NS -
PANEL MOUNTED CONDITION(4:1) . $ ~e / 7 51 \’\% \ -
N PC_BOARD I \ . 26 o4 | ’J J
1 | J ) \ l\{ O_O_ ¢ i}|
I~ \/f ‘\ N —“ y\:\ 5\/ >4 /7 / I
| | 1 7 0| B \,_ N . He )
-~ I | 2| = Ay 0. 1
|| 3 {] J?E— =l = == AS? 0
|| I 21_5==r S i +0. 03
| ] PANEL CUTOUT .05 -0.02
| :ﬁ| .y j=b_
\)l RECOMMENDED PC BOARD PATTERN THE POSITION OF MAIN MATING GUIDE PANEL CUTOUT
| F | — FAOM MATING SIOE (4:1) FROM MATING FACE (4:1)
| =y ¥ PANEL THICKNESS:0.7 TO 2
A \ ¥
(PANEL THICKNESS: MIN 0.7) N o) M10X0. 75
2
Les) (0.5)
3 PHOSPHOR BRONZE @ &) BRASS A NICKEL PLATING
2 POLYPHENYLENE SULFIDE (BLACK) UL3S4vV-0 5 PHOSPHOR BRONZE NICKEL PLATING
NOTES EI—BE RECOMMENDED TIGHTENING TOROUE OF REF NO- 6 @BE 1 N'm. 1 ZINC ALLOY MATTE FINISH NICKEL PLATING 4 BERYLIUM COPPER NICKEL PLATING
COATING WITH LOCTITE 242 MANUFACTURED BY HENKEL JAPAN OR EQUIVALENT IS RECOMMENDED NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
TO PREVENT LOOSENESS. UNITS @ 8 SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
[2 >CONTACT AREA : GOLD 0.2¢m min. mm 5 :1 |A| 3 | DIS-C-001659 MM. TSHTI HY. KISHI 10.03. 24
TERMINAL ARFA: GOLD FLASH. APPROVED :MO. SATOH 06.10.12 DRﬁ\gING FDC3-115084-00
UNDER PLATING: NICKEL 2#m min. HIROSE [eyecken MO, SATOH 06.10.12 [5apr
ELECTRIC No HR25A-7R-8SA
CO. . LTD. |DESIGNED :YH. YAMADA 06.10. 11 o i
DRAWN  :MK. SATO 06.09.11 | "No. CL125-0642-2-00 ‘ﬁ‘ g
FORM HCOO11-5-7 1 4 5 | 6 | 7 | 8




