May.1.2024 Copyright 2024 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

1 2 3 4 5 6 7 8
CONTACT No.5 CONTACT No.1 RECOMMENDED PCB LAYOUT
. ’ t=0.8
6.18 8-R0.25(THROUGH HOLE)
| 2-2.4(LAND)
m LUl e 5-3.25
iR 2-1.8(THROUGH HOLE) - PANEL CUTOUT [1>> DRAWING FOR PACKING (FREE)
‘ 122002 ; (GAP BETWEEN
‘ w 12+ 0.1
PCB END | 2 O.2MAX PANEL AND FRAME) =
S N ZX SERES . 00 -
A U | — ~ RECEPTACLE PANEL 2+ 0.1 o2 O g
/ é LN I N
= ‘ n 8-R0.55 (LAND) S
T e ———1 S u —= . H
- ﬂ] 0 m I 2 2-2.2(THROUGH HOLE) % [|==,[| e
‘ < 5 2-2.8(LAND) / % 4
D) o~
- 4.0 FRAME 01 MINS e \N CONNECTOR
4.75£ 0.0 T ' e
= Ss QL S i L
+0.02 . @
6.85 13 n <¢2O0K PANEL) T
et 00 ¥ (RELATION BETWEEN

@<3i 0.05
|

FRAME AND CONNECTOR)

p V
"
?g// 0.2 MAX

30.4REF.

244 REF.

~ < - \
N | PR % [R5
+H ﬁ Mot I I
m Sy
[QN |
Q > : 1l
™ o —— -
d Sk S[M © |
i 02%01 =p= 16401 A -
8.2+0.72 % \e\i S
j.8 + 0.1 405+ 01 H 1
LN
5.6+ 0.15 [3 —
E} 5.9 £ 0.15 T
1 LJ 6 |PE
NOTES; ECE> RPI_RAEI\EIIA_\R:IT1\?OI% WITHIN 0.08 3 [STANLESS STEEL > |ps
‘ ! 5 THE SELF-ALIGNMENT IS MAX 0.35mm 2 |ep CONTACT AREA: GOLD 0.550m MK
‘ - - UNDER PLATING: NICKEL 1Hm MIN 4 COPPER ALLOY LEAD AREA: TIN 1km MIN. ’
| ‘ (RECOMMENDED FLOATING STRUCTURE) 1  |STANLESS STEEL SELECTIVE PLATING GOLD 0.03tm MN
| ‘ \ NO. MATERIAL FINISH , REMARKS NO. MATERIAL FINISH . REMARKS
&7 L UNITS @ e SCALE COUNT |  DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
0.15 + 0.05 ! mm 51 A
APPROVED :NM. NISHIMATSU 15.10. 27 |DRAWING _ _ _
1i£ 0. Elggsg [ [cHeckeD KN TCHTKAWA 165.10. 27 [ons EDCZ;6206_582_25 83(131030
2.6+ 0.1 co.. [TD' DESIGNED +TS. [T0 15.10. 27 |_No.
DRAWN  +AK. AKIYAMA 15.10. 27 | "N CL242-0043-1-31 M)
FORM HC0011-5-7 | 2 3 4 5 \ 6 \ 7 \ 8




