Nov.1.2025 Copyright 2025 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

Notes. /2\1.

Recommended cable condition is shown below.

Recommended tighting torque of No.8 Cap is from 1.1 to 1.3 N-m.
Refer to the technical specification (ETAD-E3274) for wiring
and assembly procedures

Recommended Cable

Braid Shield

2. Type A is defined for 10/100 Mbit/s and 1/10 Gbit/s Ethenet communication
Please use Type B for all other non Ethernet applications like signaling, serial or
other industrial bus communication systems. Type B is not defined pin assignment.

Item 1X30GWP 1X32GWP Sheeth Mating key
i Type A Type B
— Size AWG26 to 28 | AWG22 to 24 ype ype
Conductor|composition 7 stranded /\\/\/\(((4/{%@//
Material Annealed copper Wire N (//%/\//// [l 1e
Insulation 0.D. o1.2mm Max. | ol.6mm Max. z K/ N il
. . . . {///;/ /////;/ 10
- Braid Shield Tin plating O\ /i\‘
x v Sheath 0.D. 05.5 to 7.5mm /
=D ]
17.4 +o0.14
I A 7
=l el
[ i ' < P»
7~ | 5
20.1 +o0.1 \(J*\E (48)
A )
Pin Assignment For 10/100 Mbit/s And 1/10 Gbit/s Ethernet
Contact Signal Use TIA Cable 7 |pA Black, UL94V-0 13 |HNBR Black
No. 10/100Mbit/s|1/10Gbit/s | TIA/EIA-568-A| TIA/EIA-568-B 6 |PA Grey, ULS4V-0 12 |Stainless steel
: ; 5 NBR Black 1 PA Black, UL94V-0
1 TX+ BI_DA+ White/Green | White/Orange « ran oo ULoaro
2 TX- BI_DA- G 0 o s CoTtact a8 oy kgl i
_ reen range 3 |pBT Black, UL94V-0 10 |copper Alloy ﬁquOSHW%nklﬁz .
3 N.C N.C N.C N.C 2 |he G Cloar, WoV2 TinSummin
4 N.C BI_DC+ Blue Blue . C!amp area : Nickel 0.9um min + 9 |pA Black, UL94V-0
5 N.C BIDC- | White/Blue | White/Blue ' |Seintess stee! Otht ates - Hickel 1.6 e ni 5 |oh Black, USHY-0
6 RX+ BI DB+ White/Orange | White/Green NO. MATERIAL FINISH , REMARKS NO. MATERIAL FINISH ,  REMARKS
7 RX_ BI DB_ Orange Green UNITS @ % SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
— mm 2:1 A 2 DIS-E-00018102 MT. YASUDA KI. KAGOTANI 2025. 02. 14
593 n g BIN.DCD Wh.tN./g Wh.tN./g - APPROVED : TU. TANIGUCHI 2024.12. 13| DRAVING EDCX-407198-01-00
. _Du+ |'Te/brown Ite/brown CHECKED : KI.KAGOTANI 2024.12.13 -
10 N.C BI_DD- Brown Brown ]-RS FLECTRIC | pesiane . M. VASUDA 2024, 12.13] M0, [XSEGNP—+—+5-CVX (01)
. _ o DRAWN  : MT.YASUDA 2024.12.13) - CL251 /N V5
FORM HCOO11-5 1 | 2 | 3 | | 5 | 6 | ] | 8




Nov.1.2025 Copyright 2025 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

7 | 8

Plug unit (30GWP)

Contact = Conatact
No. 10 ——_ No.6
Conatact Conatact

No. 10 No. 6

Conatact
No. 5

Conatact
No. 1

Conatact
No. 5

Conatact
No. 1

U

i
=

Plug unit (32GWP)

Conatact
No. 6

Conatact
No. 10

Conatact Conatact
No. 10 No. 6

Matin condition (Free)

Panel|
IXGWP-FL

1X61G*x—*-10P (01)

Conatact
No.b

Conatact
No. 1

Co t Conatact
No. 5

5

::] I X3*GWP—*—*S—-CVX (01)

PCB

3 Ref. | |

42.2 Ref.

10. 25 Ref.

Product structure

jfﬁgmﬁ EDCX-407198-01-00
PART IX3%GWP-*—*S-CVX (01)
c$§ CL251 /N

FORM HCO011-5 1 | 2
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/2 3. Product Number Structure

I1X30GWP-A-10S - @V

V. X GH)
P20 @ ®©® @ ® ©

Applicable Products List

Series N IX Seri
(DSer ies Name eries Product Name HRS No.

30G : 1D IX30GWP-A-10S-CVX (01) CL0251-0103-0-01

(AWG#26 to 28. Insulator Outer Diameter o1.2mm Max.) BN - U=
@Assembly Method 296 - 1DC

(AWG#22 to 24. Insulator Outer Diameterol. 6mm Max.) 1X30GWP-B-10S-CVX (01) CL0251-0104-0-01
@Version WP : Water proof Push-pull IX3ZGWP—A<§§—CVX(O1) CL0251-0105-0-01

~
. A:T A/For Ethenet
@Mating Key e o e thenet b ~8S-CVX(01) | CL0251-0106-0-01
BMax imum Number 19 : 10 pos. QE
of Usable Positions 8 : 8 pos. é
®Contact Gender S : Female Contact E
(@Plug Cover Cabling Direction [CV : Straight Z
Sppl icable Cable X : Sheeth Quter Diameter @5.5 to 7. 5mm 6 Y
iameter &
QPlating Specifications (01) : Palladium-Nickel Plated ﬁ\%ted
*Contacts No.3 and 8 do not have a hole to pass the wire throu@ guide
ﬂgme EDCX-407198-01-00
HRS = [X3#GHP—x—+5-CVX (01)
cggs CL251

FORM HCO011-5 1 | 2 | 3 | 4 | 5 | 6 | 7 | 8
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