
APPLICABLE STANDARD IP65/67(IEC60529) 

Rating 

Operating Temperature 
Range  -40C to +70C(95%RH max) 

(note1) 

Storage Temperature 
Range  -60C to +85C(95%RH max) 

(note1) 

Voltage - Current - 

SPECIFICATIONS 

ITEM TEST METHOD REQUIREMENTS QT AT 

CONSTRUCTION 

General Examination Examined visually and with a measuring instrument. According to drawing. X X 

Marking Confirmed visually. According to drawing. X X 

MECHANICAL CHARACTERISTICS 

Mechanical Operation 100 times insertions and extractions. 

Mating speed : 10 mm/s max. 

Rest : 5s min.(unmated) 

No damage, cracks or looseness of parts. X － 

 

 

 COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE 

0      

Note  

Note 1. Non-condensing.  

Unless otherwise specified, refer to IEC 60512. 

APPROVED TU.TANIGUCHI 20241115 

CHECKED KI.KAGOTANI 20241115 

DESIGNED MT.YASUDA 20241025 

DRAWN MT.YASUDA 20241025 

Note  QT:Qualification Test  AT:Assurance Test X:Applicable Test DRAWING NO. ELC-395593-00-00 

 

SPECIFICATION SHEET PART NO. IXGWP-PLUG-DC 

HIROSE ELECTRIC CO., LTD. CODE NO. CL0251-0107-0-00 
0 1/1 

  FORM HD0011-2-2 
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