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2.210.2

23.05 £ 0.3

Contact No. marking

2.0 £0.2

HRS Logo

9,15+ 0.2

CAV No. marking

[.05£0.2

Notes.

1,100 pes. /7 pack

2. The dimensions in parenthesis are reference dimensions.

3. Alwoys refer to the manuals below for operation of this product.
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For cable assembly 7/ Cable assembly procedure ETAD-HO760 3 |Silicone rubber | Bengola
For mating/unmating / Operation manual ETAD-HOT61 1 | PBT UL94V-0 CBlackd 2 |Silicone rubber | 6ray /N
4 Applicable insulation diameter = 0.98 to #1.2 mn. NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
@Although the gate merk on the waterproof wire sealCpart No.2) may be UNITS @ g SCALE COUNT |  DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
mounted upside down, there is no difference in performance. mm R N DIS-H-00005517 70. KUROMATSU $Z. ONO 20191202
1IRosE APPROVED + HS. OKAWA 20190705 |ORAWING FDC-387674-00-00
CHECED  :SZ. ONO 20180705 [papT
ms EBEC[%C DESIGNED + T0. KUROMATSU 20190705 | M. DF62WC-4EP-2. 2C
DRAWN  +T0. KUROMATSU 20190705 | yo. CL544-1052-0-00 A
FORM HCOO11-5-7_AN | 3 4 5 \ 6 7 \ 8




