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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

29.510.2

{P=0.5)

5.910.3
5.710.2

2.510.2
v TS
I
w2 iy
B
: il
=

CROSS CUT SECTION (10:1)‘

37.110.3

5.710.2

3.510.3

0.510.25

HEADER CONNECTOR:
FX10A-120P-SV

T = — .
| %Mr e el e e e e e )

(0.5)
i

32.410.1

7]

)
(1. 1) MATING LENGTH
l
=

7

r—‘
N

BECOMMENDED LAND PATTERN DIMENSION OF PCB OE
(RECOMMENDED METAL MASK THICKNESS:0. 15m ?

ez
Sl
K
)
R ‘

) \M ——  ECEPTACLE CONNECTOR:
134, 41.2£0.05 FX10A-1205-5V
3.4 10.05 <)

29.5 £0.05 (\) @

0.510.03 6
§1.1140.05 T \e\g\ 3

| ) /0

="

N

f

10.1
0

X X2
===§é§ -
R
%
5
QRS
K
2%
Q
o9
QRS
K
2%
XX
% 0.

=

10.1
0

N
15,
6.3

}Q

909:0.9.9.9.9.9 > 909590%0909%09:9.959:9.9.9:% /
009090009909 969:9:9:% 909000000 09,009
e e s e

1.45 £0.05
T

!9%
;

0.310.03 (LAND PATTERN)
‘ "0.25% 0. 03(METAL MASK)
3 PHOSPHOR BRONZE TIN—PLATING
CONTACT AREA:GOLD 0. 1#m min.
2  |PHOSPHOR BRONZE  |LEAD AREA:TIN-PLATING 1#m min.
NDTES 1 SMT LEAD_COPLANARITY . O 1 MAX 1 LCP BEIGE uLg4v-o0 UNDER PLATING:NICKEL 1#m min.
2 THIS PRODUCT HAS NO POLARITY TO PATTERN FOR MOUNTING. NO. MATERIAL FINISH ., REMARKS NO. MATERIAL FINISH . REMARKS
UNITS SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
[3>MAKE SURE WIDTH OF PATTERN IS WITHIN THAT OF LAND. OR LEAD MAY nm @Ef 11 (A
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