May.1.2024 Copyright 2024 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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[*>TABLE-1 WIRING

CONTACT NO.

READ WIRE COLOR

BROWN

RED

ORANGE

YELLOW

BLUE

GCRAY

~N OO WM |

WHITE

@

BLACK

BRAIDED SHIELD

<™

&F No. O
\“

A TABLE-2 CABLE SPECIFICATIONS

" Y'COMPOSITION

OUTER DIAMETER $4.81 0.3

CONDUCTOR 8 CONTACT BRAIDED SHIELD
COMPOSITION 90.127/7 [AWG#28 ) -
FINISH TIN PLATED

NOTES [*>WIRING IS SHOWN IN THE TABLE-1.
[2> CABLE SPECIFICATIONS ARE SHOWN IN THE TABLE-2.

3 THE POSITION OF REFERENCE NO.(S)AND CONNECTOR ARE MATED
BY THE SCREW.(THE POSITION OF CONNECTOR SHALL BE FREE.)

3 |BRASS TIN PLATED 6 (CLOTH ADHESIVE TAPE)
2 | PHOSPHOR BRONZE | TIN PLATED 5 2> (BLACKIUL2990 1ot
1 |POLYCORBONATE | (BLACK)UL94vV-1 4 |PvC (BLACK)ULG4V-0
NO. MATER I AL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
UNITS @ 8 SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
mm 2 1 A
| RosE APPROVED +KH. SHIINA 15,07 21 [ORAWING EDC-102131-71-00
HRS cucornie e mmmn 15.07. 21 fpar HR12-10LA8PST065C71)
co. . LTD. ESIGNED :MK. OGURA 15. 07. 21 CoDF 7
DRAWN  +MK. OGURA 15.07. 21 | "yo. CL112-3040-0-71 YV NVZL
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