May.1.2024 Copyright 2024 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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NOTES [ 2> THREAD PORTION OF REF. No.(7) IS APPLIED WITH PRECOATMNG TO PREVENT LOOSENESS.
HOWEVER. THE ADHESIVE EFFECTIVENESS IS DECREASED WHEN REUSED.
/A\  THEREFORE. THREAD PORTION APPLIES TO COAT WITH LOCTITE 263 MANUFACTURED BY
HENKEL JAPAN OR EQUIVALENT.
THE RECOMMENDED TIGHTENING TORGUE OF REF. No.(7) TO BE 1 N-m.
THE TIP OF REF. No. (Q) SHALL BE FIXED TO THE CONCAVE PORTION WITH REF. No. (0)
CLAMPED TO THE CABLE.
OPPOSITE SIDE DIMENSION OF A HEXAGON SOCKET OF REF. No. () IS 1.27mm.
AND THE RECOMMENDED TIGHTENING TORGUE OF REF. No. (9) TO BE 0.3 TO 0.4 N-m.
MANUAL CRIMPING TOOL OF REF. No. (10) : HR10A-TC-02(THE HOLE DIAMETER FOR CRIMPING:$7) = Tornos S —— ———
5 ROTATION EXAMPLES OF REF. No.(D AND (7). (B)ARE SHOMN. 10
[6 > FOR SECURE CLICK SENSATION WHEN MATING: DO NOT HOLD REF. No.(®. 4 |BRASS NICKEL PLATING S |STEEL NICKEL PLATING  W2.6X0.45%2
THIS PRODUCT SHALL BE MATED WITH MATING HALF BY HOLDING LINED(ACCORDION) ARFA OF REF. No. (8). 3 |PHOSPHOR BRONZE |NICKEL PLATING 8 | ETHILENE PROPYLENE AUBBER | (BLLACK)
INSERT THE PLUG UNTIL IT CLICKS. 2 | POLYPHENYLENE SULFIDE | (BLACK) UL34V—0 7 |BRASS NICKEL PLATING
7 igBL{giBréng?ﬁgAthﬁgt%L:g59ggNE§I?EL?g5ﬂgbg?ilg)REF NO@ 1 ZINC ALLOY MATTE FINISH NICKEL PLATING 6 POLYACETAL (NATURAL)
(AWG#301COVEHING OUTSIDE.DIAIO-H MAX-) NO. MATERIAL FINISH , REMARKS NO. MATERI AL FINISH . REMARKS
8  APPLICABLE CRIMP CONTACT EXTRACTION TOOL:HR25-TP(CL150-0091-0) UNITS @ | seAe COUNT |  DESCRIPTION OF REVISIONS DES|GNED CHECKED DATE
9 THE CABLE PULL AND TWISTING STRENGTH AND OTHER CHARACTERISTICS MAY DIFFER. DEPENDING ON THE CABLE STRUCTURE. mm 51 |A] 2 |DIS-C-00016986 HT. ZENBA HY. KOBAYASHI 20240508
PLEASE CONFIAM BEFORE THE USE. WiRosE | LArrRoveo «MO. SATOK 20061016 | PRIFING EDC3-115095-00
/10 THE ASSEMBLY THIS PRODUCT APPLIES TO THE MANUAL ETAD-CO140. ELECTR|C |CHECKED :MO. SATOH 20061016 [oapy HR25A-9P-125C
CO.. LTD. [DESIGNED +YH. YAMADA 20061011 Ng-
DRAWN  :MK. SATO 20060911 | po” CL0125-0653-9-00 Al 1
FORM HCO011-5-7 1 2 3 4 5 \ 6 \ 7 \ 8




