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Notes 1> Total Length becomes 37.3+1 when Ref.No. ® is screwed into Ref. No. @ completery.

@6 2 hpplicable crimping contoct : HR3O0-PC-211
\e\ CApplicable wire + AWG #26~#30 wire jacket diameter : @1 max)
applicable crimp contoct extraction tool : HRIO-TP
/A\[3>The reconmended clump torque of Ref.No. ® to be 0.45~0.5N - p.
To prevent Loosening, apply LOCTITE 263 and LOCK PRIMER 7649 monufactured by
HENKEL JAPAN Co.. Ltd. according to the Loctite Coating Procedure Manual CETAD-C0151-00).
Spacer for assembly is available HR30-8P-TO2.

In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

Table for assembly is aveilable HRIO-7J-10PC-TO1.
4 The coble pull and twisting strength and other characteristics moy differ,
depending on the cable structure.
. . Please confirm before the use.
Life size1:1) /N5 The assembly this product applies to the manual ETAD-C0476-00.
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| e - UNITS @ g SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
(37.3) mm 5:1 |A] 2 | DIS-C-00014968 HY. KISHI HY. KOBAYASHI 20230404
! | RoSE APPROVED :MO0. SATOH 20051021 | RAWING FDC3-112266-71
HRS cicomnie o oo 20051021 [par HR30-7J-10PCCT 1)
co. . LTD. DESIGNED :EJ. KUNII 20051021 CODE
DRAWN  <EJ. KUNII 20051021 | yo. CLO130-2015-9-71 YNVZ
FORM HC0011-5-7 1 2 3 4 5 \ 6 \ 7 \ 8




