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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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NOTES [1 > PLATINGCREF. NO. @, ®)
: CONTACT AREA :6OLD 0.24m min.
Y~~~ ~—~—~v<¥ LEAD AREA 60LD 0.03&m min.
UNDER PLATING:NICKEL PLATING 2&m min.
[2 >THE RECOMMENDED CLAMP TORQUE OF REF.NO.® T0 BE 2 70 3 N - .
THREAD LOCKER TO THREADED PORTION OF REF.NO. @ IS RECOMMENDED TO PREVENT REF.NO. ® FROM LOOSING.
RECOMMENDED THREAD LOCKER:LOCTITE 263 , HENKEL JAPAN LTOD.
| o [5>WHEN THIS CONNECTOR IS NOUNTED ON T PANEL. BE CAREFUL REF.N0. ® 1S ASSEMBLED SURELY
L%_l q_l I } I U‘J INTO THE GROOVE OF REF. NO. ® AS SHOWN IN THIS FIGURE TO KEEP WATERPROOF EFFECTIVENESS.
ij [rH 4 | COPPER ALLOY [1> 8 | BRASS NICKEL PLATING
3 | COPPER ALLOY [1> 7 | PHOSPHOR BRONZE | NICKEL PLATING
16 008 2 |POLYPHENYLENE SULFIDE| CBLACK) UuLS4v—0 | & |CHLOROPRENE RUBBER CBLACK)
0 1 | LINC ALLOY NICKEL PLATING S | PHOSPHOR BRONZE | NICKEL PLATING
NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
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