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RECOMMENDED PC BOARD ROLE PATTERN
RIGHT ANGLE TYPE, t7. ommCMOUNTING SIDE)
TOLERANCE HAVE NOT BEEN DESCRIBED TO THE REFERENCE DIMENSION.
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CONTACT AREA = 60LD PLATING 127 #n NIN.
2 | PHOSPHOR BRONZE | LEAD AREA  : GOLD PLATING  0.03%n NIN.

UNDER PLATING : NICKEL PLATING 1.274unm NIN. SURFACE PLATING : TIN REFLON PLATING 1/n MIN.

! 3 |PHOSPHOR BRONZE
1 PBT UL94V-0 CGRAYD UNDER PLATING ~: NICKEL PLATING ~ 1/m MIN.
NO. MATERIAL FINISH . REMARKS NO. MATERI AL FINISH . REMARKS
UNITS SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
mm @ 5 2 1 A
APPROVED :MN. KENJO 20211126 DRQ‘(’)HNG EDC-022568-60-00
HIROSE = fcuecken KG. OKITA 20211125 [papT

ms EBECI%C DESIGNED :MO. SHIMOYAMA 20211125 ng-E TM2REA-2408C60)

DRAWN  <NK. 00SHIMA 20211125 | “Ro. CL0222-0800-0-60 |A\|]

FORM HC0011-5-7 | 2 3 4 5 \ 6 \ 7 \ 8



