Apr.1.2024 Copyright 2024 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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NO 0d-free solder of G NFX0. 73-6
~<;~‘ Sn3Ag0.5Cu is used. . 354
[2> Marking of label.
1.Part No.  HV-ATCD-PJ
2.Production No.
3. Munufacturer abbreviation. A\ elete description)
8 | BRASS GOLD PLATING
7 BERYLLIUM COPPER| GOLD PLATING 15 LABEL
6 |STAINLESS STEEL | PASSIVATE 14 | BERYLLIUM COPPER| NICKEL PLATING
5 STAINLESS STEEL | PASSIVATE 13 | SILICON RUBBER
4 | STAINLESS STEEL | GOLD PLATING 12 | STAINLESS STEEL | PASSIVATE
3 | PTFE 11 | ALUMINIUM
2 | BERYLLIUM COPPER| GOLD PLATING 10 | BRASS GOLD PLATING
1 BRASS GOLD PLATING g | ALUMINA
NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
UNITS @ e SCALE COUNT | DESCRIPTION OF REVISIONS DES I GNED CHECKED DATE
nm 4:1 [A] 4 |DIs-0-00004617 HA. NISHIMURA | NK. NINOMIYA 20191225
§IROSE APPROVED :KH. IKEDA 20171027 DRﬁ‘g.lNG EDC-380022-00-00
CHECKED +T5. NOBE 20171027
ms E(L)ECI%C DES 1GNED < HA. NISHIMURA 20171026 | AD. HY-ATC10-PJ
DRAWN  :HA. NISHIMURA 20171026 Cﬁg.E CL354-0288-0-00 Al 1
FORM HCO011-5-51 \ 2 \ 3 \ 4




