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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

41.510.2
(0.5) 0.540.05 | 0et0.09
IR I
I%=' M"'!H% | ) | — ) | ——— ) —— ) — n—rﬂﬂl}l."".l.l Q
o HT e
205w el e O
G=| mml b =l _ U _ =il == _ =i = _ == [l iy E\@
(0.75) \ (0.75)
(6)

36102

43.110.3 /@)
\

1

\

1

!

S e e e ﬁruuuul!ﬁm%@g@e C

ICROSS CUT SECTION — SIGNAL(5:1)]

5.710.2
0.510.25

‘ HEADER CONNECTOR

? ﬁ
/1

% ?

|
| M

35103

(1. 1) :MATING LENSTH

RECOMMENDED LAND PATTERN DIMENSION OF PCB @ =
(RECOMMENDED METAL MASK THICKNESS:0. 15mm O

T\

630, \N [CROSS CUT SECTION - GROUND(5:1)]

RECEPTACLE CONNECTOR

<5

41.5 £0. 5.710.2
0.7510.03 - 0.910.25
) o HEADER CONNECTOR
- RSB - | e /EIL.
- s @ F e = 2y
@ ﬂ ﬂ ‘i ﬁ](m '
— RECEPTACLE CONNECTOR
0. 74 0. 03(LAND PATTERN) 0. 3£ 0. 03(LAND PATTERN)
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NOTES [1>14 HATCHED ZZZZZPARTS: GROUND CIRCUIT. CONTACT AREA-50.D 0. 1¥m min.
S . 2 |pHosPHOR BRONZE | TIN-PLATING 3 |PHOSPHOR BRONZE | [EAD AREA :TIN-PLATING 1¥m min.
@2 HATCHE? m PARTS GROUND CIRCULT. 1 |Lcp BEIGE  UL94V-0 UNDER PLATING : NICKEL 1#m min.
3 SMT LEAD-COPLANARITY:0.1 MAX. NO. MATERTAL FINISH. REMARKS NO. MATERTAL FINISH. REMARKS
4 THIS PRODUCT HAS NO POLARITY TO PATTERN FOR MOUNTING. UNITS @8 SCALE COUNT |  DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
[5>MAKE SURE WIDTH OF PATTERN IS WITHIN THAT OF LAND. OR LEAD MAY mm RN
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