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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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0.310.03 (LAND PATTERN)
0. 25 0. 03(METAL MASK)
3 PHOSPHOR BRONZE TIN—PLATING
CONTACT AREA:GOLD 0. 1#m min.
2  |PHOSPHOR BRONZE  |LEAD AREA:TIN-PLATING 1#m min.
NDTES 1 SMT LEAD_COPLANARITYO 1 MAX 1 LCP BEIGE uLg4v-o0 UNDER PLATING:NICKEL 1#m min.
2 THIS PRODUCT HAS NO POLARITY TO PATTERN FOR MOUNTING. NO. MATERIAL FINISH ., REMARKS NO. MATERIAL FINISH , REMARKS
[3>MAKE SURE WIDTH OF PATTERN IS WITHIN THAT OF LAND. OR LEAD MAY TS @ | S = POUNT DESCRIFTON AT REVISIONS o BESIENED CHELKED Pt
mm :
TOUCH PATTERN. (THIS APPLIES TO HATCHED B35 ) APPROVED : HS. OKAWA 09. 04. 14 | DRAWING EDC3-151974-25
4 THE DIMENSIONS IN PARENTHESES ARE FOR REFERENCE. HIROSE *  fCueceo  HT. YAMAGUCHI 09.04. 14 [31nt
ELECTRIC NO. FX10B-144P-SV1(T1)
co.. LTD. DESIGNED :SY. KAMIGA 09.04. 14 ook ]
ORAWN  :HK. SUNADORI 09.04. 13| no. CL570-0153-3-71 ‘A‘ 1
FORM HCOO11-5-7 1 2 3 4 5 | 6 | 7 | 8




