May.1.2024 Copyright 2024 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

A-A CFREE ST/ZBD

][]I]I]I]I]I]I][I[I[Iil]l]l]l]l]l]l]l][l[][
l

1 2 3 4 5 [ 7 8
o secomenes os Lo
o CMOUNTING SURFACE SIDE) P e
,|,,,,,,, _ = L 8.4 +£0.02 8.4 £ 0.02
- - LIRS RN R ARG s sl =04+ 0.0 | | P= 0.4+ 0.00_|
o CLEECLU L — i | 0 annnnnnnn%nnnnnnnnn 0
= 5 R e e L ETeTE LT guﬁ%% . g__g[][][IDEIDDDDDDiIJ[I[I[I[I[I[IDI][][] o Eﬂ | i
el hd bl hd e b Th Fhaih g o . Y | i |
IRUNIRIRER RN AN RURURTR IR RN == | g = | | |
S N00000000000000nononn " n0000000000DO00O0DoOnG
0.15+ 0.0 PICK AND PLACE AREA:2.8 £ 0.2 ‘ | i
0,23 £ 0.0 0,23 £ 0.01
. y C@
= | ~h 5 q @ © RECOMMENDED METAL MASK DIMENSIONS
ﬂ = 6?\ METAL MASK THICNESS : 0.1mm
Q 8.4 002
P=0.4 £0.00 |,
<
[ ]

3,54 £ 0.01

2,28 £ 0.0

|

|
][]I]I]I]I]I]I][I[I[Iil]l]l]l]l]l]l]l][l[][

0.23£0.0

NOTE 1. ALL LEADS CO-PLANARITY SHALL BE 0.1 mm MAX.
[2>CONTACT PLATING SPECIFICATIONS.

ENGAGEMENT FIGURE CFREE SIZED CONTACT AREA = GOLD 0. 03&n WIN
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EMBOSSED CARRIER TAPE PACKAGING CFREE SIZED B-8
- - 1,23 £ 015 [3> RECOMMENDED REFLOW TEMPERATURE PLOFILE USING LEAD-FREE SOLDER PASTE.
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DIRECTION OF UNREELING
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STYLE AND DIMENSTON OF REEL CFREE STZE)
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BRE DF37NC-44D5-0. 4V(51)
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REINFORCING COLLAR

MIN

100mm MIN

EMPTY COMPONENTS

D

D-DCFRED)

60 SECONDS

§0~120 SECONDS

MAX 60 SECONDS

REFLOW TIME

REFLOW METHOD: IR REFLOW
NUMBER OF REFLOW CYCLES: 2 CYCLES MAX.
OURATION ABOVE 220 C, 60 SEC. MAX.

SOLDERING TIME

2) PRE-HEAT TIME

PRE-HEAT TINE

(PEAK TEMPERATURE: 250°C MAX.D

TIMECSECONDSD

PRE-HEAT TEMPERATURECMIND =150 C
PRE-HEAT TEMPERATURECMAXD :180 C
PRE-HEAT TIME = 90~

120 sec.

NOTES (3> THIS TEMPERATURE PROFILE IS PER THE CONDITIONS SHOWN ABOVE.
ADDITIONAL FACTORS. SUCH AS SOLDER PASTE TYPE.PCB SIZE AND
OTHER MOUNTED COMPONENTS COULD AFFECT THE PROFILE. THEREFORE.
A THOROUGH EVALUATION OF MOUNTING CONDITION IS REQUIRED
PRIOR TO PRODUCTION. TEMPERATURE S MEASURED AT CONTACT LEAD.

TAPE DOWN

EMBOSSED CARRIER TAPE

{
P

4. PER REEL 8000 CONNECTORS.

5. THE DIMENSIONS IN PARENTHESES ARE FOR REFERENCE.

[6™> REFER T0 JIS ¢ 0806-3 OR IEC §0286-3
CPACKING OF COMPONENTS FOR AUTOMATIC HANDLING)

[7 > DETAIL OF PART NO. LABEL IS WRITTEN IN JAPANESE.
AFTER FINISHING THE REELING, COVER THE SURFACE WITH 2 METERS OF

REINFORCING COLLAR AND THE DOWN AT THE END.
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