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Ne Parts nane Details T\ T = L= 100 | 7% | (Z7% of cable Lenglh)
Housing : LCP CWhite) 100mm < L < 1000mn +5% (5% of cable length)

(1)

Transmitter plug

Contact = Phosphor bronze CAu plating)
Plate : Phosphor bronze CNi plating)
VOSEL = Gaks

VOSEL driver = Si (CMOS)

Bonding wire = Au

Sealing resin: Epoxy

Heat shrinl tubing : PolyoE\FENE Black)

O?‘P\

:s\xr\ﬁ\
Suitable
receptacle connector
BF4-TX-14D5-0. 5V

Receiver plug

Housing = LCP CWhite)
Contact : Phospher bronze CAu plating)

Suitable

Note 4 Please see ETAD-KO632 for more information about specifications,

about handling precoutions.
[2>This is an identification mark for TX side and RX side.
[3>Manufacturer s mark.

[4>Dimention "L means optical fiber coble length ond ~#+
D,

volue with “L. CUn

it

and see ETAD-KO398

n the part number in the same

[5>Table 2 shows the tolerance of optical fiber cable length. Plesse inquire to Hirose soles

Plate : Phosphor bronze CNi plating) staff about the request of tolerance.
(RO PD : Gaks p i reseptocte connester [6>The optical fider cooting contains less than 1000ppm didutyltin compounds CDBT) s an
TIAZLA : SiCCMOS) BF4-RX-14D5-0. 5V intentionally-doped cotalyser. CComply with Reach reguration)
Bonding wire : Au ' [7>6-digit serial nunber sholl be morked around directed area by loser morking.
Sealing resin: Epoxy [8>There moy be the stiding troce around the contoct points, becouse of the test process
Heat shrink tubing : Polyolefin CBlock) in HRS by moting with inspection connector. CThere is no bod effect for the performonce)
<::> Optical fiber | Fiber = Silico gloss Outer digs + 0.5nn
Coating : [6 > UV curable resin/Thermoplostic resin | Fiber type = 61 50/80
Color: Red
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