
COUNT BY CHECKED DATE COUNT BY CHECKED DATE

7/0.127

φ0.72

QT AT

DRAWN DESIGNED CHECKED APPROVED RELEASED

24.7.23 24.7.23 24.7.23 24.7.23
M.HOSHINO H.TOKUTA H.TOKUTA H.ASANO

ＴＯ QT:Qualification Test AT:Assurance Test X:Applicable Test
PE PART NO.

CODE NO. (OLD) DRAWING NO. CODE NO. 1
ELC- 1

GT50-28SCFA
CL760-1001-0

Unless otherwise specified, refer to JIS C 5402

REQUIREMENTS

OPERATING

SPECIFICATIONS

APPLICABLE EQUIPMENT
TEMPERATURE LIMIT

○According to drawing.

NISSEI ELECTRIC/SEA AWG #28

Construction
Insulation OD

HT307/GT50-28SA

REMARKS

Note

According to drawing.

ITEM

Confirmed visually.

TEST METHOD
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HIROSE ELECTRIC CO.,LTD. SPECIFICATION SHEET

Visually and by measuring instrument.

MARKING

○
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APPLICABLE STANDARD

WEIGHTELECTRIC SOURCE PHASE 　AC・DC　　Ｖ　　Hz 1kg

RATING

APPLICABLE CABLE

APPLICABEL CONNECTOR
DISSIPATION POWER

℃～　　　　℃

AIR CONSUMPTION

AIR SOURCE

DESCRIPTION OF REVISIONS DESCRIPTION OF REVISIONS
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