Feb.1.2026 Copyright 2026 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

1 2 3 4 5 6 7 8
_ 2 £0.5
= + 0,
“ AR Panel cutout, front mount
5 [3> Toble-1
— = - Contact name| AWG No. ULCSA | TOV_ [Contact No. - 20,4 £ 0.1 L
I=H=Hz perating B~ 1RY H 11.6 £ 0.1 ,
< G temperature range 10 ~ +0C =
H +— N
“ it ACI00V | AC38OV | 58 ([
= @a— -.--.=?- + Roted ~ sg@
\ TH fottoge | A |1~ =
o AWG#20 3 2.5 oS
N 1 1 e R/PB-SC-3%11]  AWGH2?2 3 1A 58 N
ute AWG#24 2A 1A —
: ~S > current AWGH24 2 1 -
6.3 | 6.3 - QR/PB-SC-3€21| AWGH26 1A 1A @ 18.2£01
o) AWG#28 1A .
X105 ¢ loose piece contoct @V
R 20s o strip contact 6?\ Panel cutout, rear mount
< 20.4 £ 0.1
< %
Q ‘.
<
@ ! 2XNIX0.
WA EE : @V
) S R =
= H| H
P : zE NN
| T .5
A Q&L o
M3X0. 5
Mtched Notes [1>The dimensional tolerance of each contoct hole position to be £0.1.
2. The dimensions in parentheses are for reference.
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