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ELV, RoHS GOMPLIANT
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PACKING STYLE
Q) =
E = 570 mm E
D = 570 mm
Note 1. 10,000 PCS/PL H =50 mm ;
2. FOR HANDLING OF REEL-PACKAGED CRIMP TERMINALS, REFER TO ETAD-T0946-00,
“INSTRUCTION MANUAL FOR HANDLING OF REEL-PACKAGED CRIMP TERMINALS.”
/2\ 3. PLEASE MAKE SURE TO REFER TO THE CRINPING QUALITY STANDARD (ETAD-T0914-00) AND
= THE CRIMPING CONDITION TABLE (ETAD-T1084-00) PRIOR TO USE. —
SURFACE:TIN PLATING 1 m min
1 |COPPER ALLOY
UNDER:COPPER PLATING 0.3 m min
NO. MATERTAL FINISH . REMARKS
E UNITS @ % S";JAL1E COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE F
m : /A 6 DIS-T-00027729 TY. MOGI AH. EDASHIGE | 2026. 05. 26
APPROVED :  HK. UMEHARA 2020. 09, 17|PRAbING EDC-381813-00-00
HIROSE .
CHECKED : OM. MIYAMOTO 2020. 09. 17 PART
m ELECTRIC : No. ZE05A-2022SCF
c0.. LTD. DESIGNED : ZHOU TIANYU 2020.09. 17 CODE i
DRAIN_: ZHOU TIANYU 2020.09. 17| . CL0752-2002-0-00 A\
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