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RECOMMENDED METAL MASK DIMENSIONS (5:1
METAL MASK THICKNESS:0.1mm/0.12mm

254003
154003
0.4 4 0.03

el 0®
S
R

THAT
MACT.

0.15 4 0.1

0.56.4 0.1
052 ] 0.18 4 0.05 67

0.85+ 0.03
1.25 £ 0.03

1.7 £ 0.15
(2)
‘lztO‘
]
]

134 0.5

5i003/

754 0.03

0

0.15 & 0.1

NOTES :
1:THE QUANTITY OF X.FL—R—SMT—1(80)
IS 10000 CONNECTORS PER REEL.

[2>THIS DIMENSION SHOWS THE ALLOWABLE
THE RESIN IS PUT OVER THE CENTER
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1) REFLOW TIME
3:LEAD CO—PLANARITY SHALL BE 0. 08MA 2405 REFLOW METHOD : IR REFLOW
%ﬂe— NOMBER OF REFLOW CYCLES : 2 CYCLES MAX.
4:FOR THE POSSIBILITY OF BREAKAGE OR DEFORMATION EPTIEAL B%ﬂwﬁ%%%ggggﬁgm§
DO NOT MATE THIS CONNECTOR WITH PARTNER. X.FL— %%gégf/// (PEAK TEMPERATURE : 250°C 10 SEC. MAX.)
LP—040 BEFORE MOUNTING ON PC BOARD. 2) PRE-HEAT TIME .
i Ll 0
5:USE ALL PRODUCTS WITHIN 6 MONTHS AFTER THE DELIVERY. PRE-HEAT TIME: 120 SEC. MAX.
STORE THEM IN MANUFACTURER'S PACKAGE OR TIGHTLY RE—-CLOSED BOX WITH THIS TEMPERATURE PROFILE IS PER THE CONDITIONS SHOWN ABOVE.
THE FOLLOWING CONDITIONS.CHECK THE TERMINAL SOLDERABILITY BEFORE %yg%%@%mﬁﬁﬁﬁfﬁ%%h%%%mﬁnmTMmmnEmmHmE
USE IF THE PRODUCT HAS BEEN STORED FOR MORE THAN & MONTHS. A THOROUGH EVALUATION OF WOUNTING CONDITION IS REQUIRED PRIOR T0' PROGUCTEON.
TEPERATURE : —10C TO +40¢ TEMPERATURE IS MEASURED AT CONTACT LEAD.
HUMIDITY 15 TO B85% RH. RoHS COMPLIANT
LCP (BLACKD, UL94V-0
©ENVIRDNMENTAL CONDITIONS UNDER PLATING:NICKEL UNDER PLATING:NICKEL
DO NOT USE THE PRODUCTS UNDER THE ENVIRONMENTAL CONDITIONS 1| PHOSPHOR BRONZE ‘ BRASS :
SPECTIAL GAS ATMOSPHERE (HYDROGEN SULFIDE GAS. SULFUR SULFIDE GAS NO. | MATERIAL FINISH . REMARKS NO. | MATERIAL PINTSH . REMARKS
AND HYDROGEN CHLORIDE GAS) UNITS SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
PLACE ATTENTION REQUIRED:HEATING SYSTEM. AREA NEAR HOT SPRING. o ‘@9f§} 001 (A
VOLEANIC MOUNTAIN AND AL IKE. APPROVED :+MH. YAMANE 13. 03. 05 | ORAWING FDC3-318791-80
WATER SPLACHED AND CONDENSATION PLACES. HIROSE fcyeceo  NK. NINOMIYA 13.03. 05 [papT
PLACE ATTENTION REQUIRED:HARSH TEMPERATURE CHANGE. %Eq$y bES1oNED YL FUNADA 13. 01. 29 |_NoO. X. FL-R-SMT-1C80>
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