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1. ALLU Lead co-plonarity will be 0.08nm max.
Plating specifications
Contact arec = Gold 0.05&m min
SMT Lead 6old 0.054m min
Under plating = Nickel T4m min
(Surface : Sealing)
[3>Covity number is indicoted ot opproximate location.

4. No gold plating is acceptoble except contect points and SMT leads.

5. Metal burr is allowed up to 0.05nm.
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7 |Ps CLEAR. REINFORCEMENT COLLAR
3 |[COPPER ALLOY [2> 6 |PS BLACK. PLASTIC REEL
2 |COPPER ALLOY [2> 5 |POLYESTER CLEAR. COVER TAPE
1 |LCP BLACK 4 |PS SMOKE GRAY. EMBOSSED CARRIER TAPE
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Recommended PCB dimensions (10:1)
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Recommended metal mask d
Metal mask thickness s
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[6 > Recomnended reflow temperature profile using lead-free solder poste.

250

220
180

150

1(%

TEMPERATURE (T)

MAX 250 ©

TIME (SECONDS)

MAX 60 SECONDS ‘
' J
SOLDERING TIME

90~120 SECONDS
PRE-HEATING TIME

(60 SECONDS),

Reflow method:Ir reflow
Number of reflow cycles:2 cycles mox.
DReflow time
Duration above 220°C, 60 sec max.
(Peak temperature:250C max)
DPre-heat time
Pre-heat temperatureCmind:150C
Pre-heat temperatureCnoxd:180C
Pre-heat time:90-120 sec.

AEE= 1.5 4 0.01
H[H| 2N Hp- g3+ 001 [6>This temperature profile is based on the suggested
ZISE S ‘ﬁégw metal mosk and footprint. Plesse contoct us
E]DﬁQDDD¢DE] it using different settings from our recommendation,
O || } \ O [ This product satisfies halogen free requirements defined
] ] O 05 900ppm max chlorine. 900ppm mox bromine, and 1500ppm max
Ui E]DﬁﬁDDDﬁDE] total of chlorine and bromine.
0.16 & 0.01 s || 0.24 & 0.0 8. This product complies with RoHS.
0.28 £ 0.01 1,94 £ 0.01
277 £ 0,01 0. 44 + 0.01
4,25 £ 0.01
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Embossed carrier tape packaging (5:1)
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[11> Toping(free)

160 mm_MIN.

Empty components
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(1.62)

Portion equipped with connectors
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400 mm MIN.

B-B (5:1)

0.2 £ 0.08
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Direction of unreeling

100 mm MIN.
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Trailer

Leader

Style and dimension of reelCfreed

@1.5 sprocket
hole for side

E-E CFREED

[12> Reinforcement collar

9 .1.000 connectors per reel.

10 . The dimensions in parentheses are only for reference.

=k
WE -
S
7.4 £1
2.4 +1

Tape and reel pocket

[11>> Refer to IEC 60286-3 Cpackaging of components for autometic handling)
[12>> The reinforcing collar is wrapped around the emboss tape and taped down

ot the end of the collar.
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13. Pleose refer to the product quideline CTAD-HT044 for detal

The position between the connector and PAD
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Mating method

Please mate the connector by hand. @

Mating procedure

C4 ) Find the alignment orea to the connector in the appropriate mating position. $
This connector has an alignment chamberCGuidance ribs) on receptacle side apd \ lug side

so that the connector will be self—aligned.

When the connector comes to the appropricte position, the connector@%the tligned position.
When aligned, it can be felt by hand.

Finding 6o down one leve %
<> coming to uppro tion

1 T

Finding

= =

(2 ) When guiding, the connectors are aligned perallel to each other, with Longitudinal and lateral
movements restricted. Mate them properly by applying force in this condition.

T ==,

(3 Make sure the connectors are moted correctly. If one side is floating or the connectors are moted in one
direction, un—mate them once, And then mote them again, following the procedures above from the beginning.

[ of connector handling.

Un—=nating method

Please un—nate the connector by hend

(1) Un—nate the connectors parallel to each other. However, if the connectors have high pin counts or
it becomes more difficult to do so.

thinner FPC and stiffener,

A0
—\ b L Oox
=ELL IS G o,
DR O I 0.04 = !
- < y = “ \ '
Connector lead on PAD Layout Y | ——— 1 \@, [ o I D/
1 PAD Layout ]

O«

un mated parallel it can be removed diagonally from the pitch direction.

(2)1f the connect
Be caref since this action applies stress on the contact.

(3 )If the FPC is not rigid, the connector con be broken. Plesse check the oction of the FPC to be used

repectedly ot the time of tricl production. Be coreful to un—mate them from the pitch direction,
pulling it from the corner can also risk to putting stress on contacts.

) Q\E

Thip FPC

) QE

Thin FPC
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