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6  RECOMMENDED PATTERN

5 POLYESTER CLEAR(COVER TAPE)

4 PS CLEAR(EMBOSSED CARRIER TAPE)

3 PHOSPHOR BRONZE SURFACE：TIN PLATED　1μm min

NO. MATERIAL FINISH  ,  REMARKS

2 BRASS SURFACE : GOLD PLATED 0.2μm min
UNDER PLATING：NICKEL PLATED 0.5μm min

1 POLYAMIDE BEIGE,UL94V-0

NO. MATERIAL FINISH  ,  REMARKS

HRS No.  PART No. CONTACTS A B C D E

CL536-0301-8-51 DF13A-2P-1.25H(51) 2 1.25 3.15 4.15 7.15 5.65
CL536-0302-0-51 DF13A-3P-1.25H(51) 3 2.50 4.40 5.40 8.40 6.90
CL536-0303-3-51 DF13A-4P-1.25H(51) 4 3.75 5.65 6.65 9.65 8.15
CL536-0304-6-51 DF13A-5P-1.25H(51) 5 5.00 6.90 7.90 10.90 9.40
CL536-0305-9-51 DF13A-6P-1.25H(51) 6 6.25 8.15 9.15 12.15 10.65
CL536-0306-1-51 DF13A-7P-1.25H(51) 7 7.50 9.40 10.40 13.40 11.90
CL536-0307-4-51 DF13A-8P-1.25H(51) 8 8.75 10.65 11.65 14.65 13.15
CL536-0308-7-51 DF13A-9P-1.25H(51) 9 10.00 11.90 12.90 15.90 14.40
CL536-0309-0-51 DF13A-10P-1.25H(51) 10 11.25 13.15 14.15 17.15 15.65
CL536-0310-9-51 DF13A-11P-1.25H(51) 11 12.50 14.40 15.40 18.40 16.90
CL536-0311-1-51 DF13A-12P-1.25H(51) 12 13.75 15.65 16.65 19.65 18.15
CL536-0313-7-51 DF13A-14P-1.25H(51) 14 16.25 18.15 19.15 22.15 20.65
CL536-0314-0-51 DF13A-15P-1.25H(51) 15 17.50 19.40 20.40 23.40 21.90
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5FORM HC0011-5

NOTES. Total Length is 6 mm.(mated with DF13-*S-1.25C)
There shall be stand off more than five contacts.
The locking holes consist of one hole in the center for 2–3 positions, 
and two holes for 4–15 positions as shown in the figure.
Lead co-planarity include reinforced metal fittings shall be 0.1mm MAX.
When this connector has more than seven contacts,HRS marking and
polarization marking shift to the place indicating dotted lines.
Recommended metal mask thickness:0.15-0.2mm
Recommended opening ration:100%
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111 STYLE AND DIMENSION OF REEL(REFERENCE)

Φ1.5 mm pilot hole is 
on the back side.

PART No. LABEL
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DETAIL OF PART No. LABEL

DATE OF MANUFACTURED

CODE No.

PART No.
QUANTITY

SUPPLIER

HRS No. Part No. CONTACTS F G H J

CL536-0301-8-51 DF13A-2P-1.25H(51) 2 7.5 - 16 16.4
CL536-0302-0-51 DF13A-3P-1.25H(51) 3 7.5 - 16 16.4
CL536-0303-3-51 DF13A-4P-1.25H(51) 4 11.5 - 24 24.4
CL536-0304-6-51 DF13A-5P-1.25H(51) 5 11.5 - 24 24.4
CL536-0305-9-51 DF13A-6P-1.25H(51) 6 11.5 - 24 24.4
CL536-0306-1-51 DF13A-7P-1.25H(51) 7 11.5 - 24 24.4
CL536-0307-4-51 DF13A-8P-1.25H(51) 8 11.5 - 24 24.4
CL536-0308-7-51 DF13A-9P-1.25H(51) 9 11.5 - 24 24.4
CL536-0309-0-51 DF13A-10P-1.25H(51) 10 11.5 - 24 24.4
CL536-0310-9-51 DF13A-11P-1.25H(51) 11 14.2 28.4 32 32.4
CL536-0311-1-51 DF13A-12P-1.25H(51) 12 14.2 28.4 32 32.4
CL536-0313-7-51 DF13A-14P-1.25H(51) 14 14.2 28.4 32 32.4
CL536-0314-0-51 DF13A-15P-1.25H(51) 15 20.2 40.4 44 44.4

生産月日 年　　　月　　　日

CLコード CL536-****-*-51

品名 DF13A-*P-1.25H(51）
納入数量 1000ko

納入者 ヒロセ電機株式会社

EDCX-162444-51-08

CL0010-0127-9-51

DF13A-*P-1.25H(51)
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DRAWING
  NO.

1

1 2 3 4

81 2 3 4

Ｂ

Ｆ

6 7 8

7

Ｄ

Ｅ

Ｆ

Ａ

Ｃ

Ｄ

Ｅ

5

6

Ｂ

Ｃ

Ａ

5FORM HC0011-5

NOTES.7.
8.

1reel: 1000 connectors.
At the begining of the reel,30 components shall be empty.
At the end of the reel 20 components shall be empty.
The carrier shape at section M is provided only for tapes with widths of 32 mm and 44 mm.
When the tape width is 44mm or over, the tolerance shall be 2±0.15.
The reel specifications are for reference only,and
refer to JIS C 0806-6.(Packaging of components for automatic handling)

Ju
l.1

.2
02

6 
C

op
yr

ig
ht

 2
02

6 
H

IR
O

S
E

 E
LE

C
T

R
IC

 C
O

., 
LT

D
. A

ll 
R

ig
ht

s 
R

es
er

ve
d.

In
 c

as
e 

of
 c

on
si

de
ra

tio
n 

fo
r 

us
in

g 
A

ut
om

ot
iv

e 
eq

ui
pm

en
t /

 d
ev

ic
e 

w
hi

ch
 d

em
an

d 
hi

gh
 r

el
ia

bi
lit

y,
 k

in
dl

y 
co

nt
ac

t o
ur

 s
al

es
 w

in
do

w
 c

or
re

sp
on

de
nt

s.

HRS DRAWING FOR REFERENCE


	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4
	Drawing View5
	Drawing View6
	Drawing View7

	Sheet2
	Drawing View9
	断面表示 K-K
	断面表示 L-L
	詳細図    M (10 : 1)
	Drawing View13
	Drawing View14
	詳細図 A (2 : 5)


