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Please control the crimp conditions shown next page for securing the specified performance. Please also do crimping based on the crimp quality standards.
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B Notice

1. Controlling the crimp height is an important task to decide the quality of the crimping.
It may lead to a serious quality problem if the crimp height is not properly established.

2. Please refer to an instruction manual for the method of adjustment and measurement of the crimp height.
The crimp height shown on the wire insulators will, in many case,
be for reference only as they will differ per each cable manufacturer and the production volume.

3. Hirose’ s internal rule is to establish a crimp height by performing a crimp testing on every wire in order to provide a precise crimp height strictly.
As such, it is recommended that our sales representative are consulted, if any other wires are to be used besides these.

4. The crimp condition table is applied only if the tool specified by Hirose is used.

5. The crimp condition table is subject to be added without notice.

6. The wire which UL File No., its conductor construction and conductor plating are same can be crimped with same crimp condtion

even if the wire manufacturer is different.
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Crimp Condition Table

EAEERF
Applicable Crimp Contact

HRS No.

a4t

Product name

Applicable Crimp Quality Standards

EEREREE

544-0506-5-00

DF62-22SCFA

ATAD-H0642
ETAD-H0642
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Rev.
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20240422

Dis No.

Checked

SZ.0NO

20240422

Charged

Charged

RI.GENDA

20240419

Checked

Drawn

RI.GENDA

20240419

Date [

UL No./ AWG
Cable Name size

R

Recommended

*A—H—%

Manufacture

ARHE R

Construction

BERHOE
Plating

SR E
Conductor
Material

WESNME

Insulator dia

WEME
Insulator
Material

SIRE ST A
Conductor Crimp Height

BREOU T IAR
Conductor Crimp Width

WEERD T INAb
Insulator Crimp Height

WEEY ) TIAR
Insulator Crimp Width

[E7& &R EMIN
Minimum Crimp
Barrel

MIN MAX

MIN MAX

MIN MAX

MIN MAX

Tensile strength
[N]

HEETTIVr—45
Applicable tool

AA

O 1061 22

B3I &/& Hitachi

SWE4 Myama | 177016

Sn

Copper-wire

1.26

PVC

0.72 0.78

1.70 1.80

53.00

AP105-DF62-22

AB

AC

AD

AE

AF

AG

AH

Al

AJ

AK

AL

AM

AN

AO

AP

AQ

AR
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