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    there is no difference in performance.

1.1 ±0.2 P
=
2
.
2
 
±

0
.
2

P=2.2 ±0.2

HRS marking

9.75 ±0.3

4.75 ±0.2

A-A

1 2

(
2
7
.
1
)

DF62WZC-3S-2.2C

DF62W#-3EP-2.2C(##)

(8)

(
9
.
8
)

Mated figure

2 Silicone rubber Gray

NO. MATERIAL FINISH  ,  REMARKS

1 PBT UL94V-0(White)

NO. MATERIAL FINISH  ,  REMARKS

EDC-403926-00-00

CL0544-1108-0-002024.12.24KI.SUGAWARA

APPROVED :

DF62WZC-3S-2.2C

1
1

DRAWN    :

DESIGNED :

CHECKED  :

SCALE

5:1

UNITS

mm

DATECHECKEDDESIGNEDDESCRIPTION OF REVISIONSCOUNT

PART
 NO.

CODE
 NO.

DRAWING
  NO.HIROSE

ELECTRIC

CO.,LTD.
0

0

SJ.OKAMURA

KI.SUGAWARA

HT.SATO

2024.12.24

2024.12.24

2024.12.25

1 2 3 4

81 2 3 4

Ｂ

Ｆ

6 7 8

7

Ｄ

Ｅ

Ｆ

Ａ

Ｃ

Ｄ

Ｅ

5

6

Ｂ

Ｃ

Ａ

5FORM HC0011-5

F
eb

.1
.2

02
6 

C
op

yr
ig

ht
 2

02
6 

H
IR

O
S

E
 E

LE
C

T
R

IC
 C

O
., 

LT
D

. A
ll 

R
ig

ht
s 

R
es

er
ve

d.
In

 c
as

e 
of

 c
on

si
de

ra
tio

n 
fo

r 
us

in
g 

A
ut

om
ot

iv
e 

eq
ui

pm
en

t /
 d

ev
ic

e 
w

hi
ch

 d
em

an
d 

hi
gh

 r
el

ia
bi

lit
y,

 k
in

dl
y 

co
nt

ac
t o

ur
 s

al
es

 w
in

do
w

 c
or

re
sp

on
de

nt
s.

HRS DRAWING FOR REFERENCE


	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4
	Drawing View5
	断面表示 A-A
	Drawing View7
	Drawing View8


