
FH80 Series

0.15/0.225mm Pitch, 0.44mm Height, Top Contact,
Power & Signal Hybrid, Back-Flip FPC Connector
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Features

1.	Ultra-Low Profile Top Contact

The connector height is 0.44mm,  making it extremely thin.

2.	Space-Saving Design

FH80A:  0.15mm pitch,  2.92mm depth (actuator locked) .
FH80BA:  0.225mm pitch.

Both models provide a space-saving layout.
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FH80A FH80BA
Mounting

Pitch=0.45mm

MountingPitch=0.3mm

Pitch=0.15mm

Pitch=0.225mm

0.15×(No.of Pos.-1)＋1.45mm
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0.225×
(No.of Pos.-1)＋

2.5mm

3.	Rated Current:  2.0A

Power contact:  2.0A per position
Signal contact:  0.2A per position
*The FH80BA type is equipped with power contacts.

FH80BA

　-2A
Power Contact

　＋2A
Power Contact

Signal 10pos. ＋Power 2pos.

Signal Contact
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Product Specifications

Rated Current
Signal contact: 0.2A
Power contact: 2A（FH80BA）

Operating Temperature (Note 1) -55 to +85℃

Operating Humidity Range RH 90% Max. (No Condensation)

Rated Voltage 50V AC/DC
Storage Temperature(Note 2) -10 to +50℃

Storage Humidity Range RH 90% Max. (No Condensation)

Compatible FPC Specifications t＝ 0.12± 0.02mm　Gold Plated

Note 1 : Includes temperature rise due to current flow.
Note 2 : Storage refers to the long-term storage condition of unused products prior to PCB mounting. 
　　　　 The operating temperature and humidity range are applicable to the non-energized state after PCB mounting

Item Specifications Conditions

Insulation 
Resistance

 50M Ω Min. Measured at 100V DC

Withstanding 
Voltage

 No flashover or insulation breakdown 150V AC for 1 min.

Contact Resistance
Signal contact: 50mΩ Max.
Power contact: 10mΩ Max. (FH80BA)
*Exclude FPC resistance.

Measured at 1mA AC

Mating Durability

Contact Resistance
Signal contact: 50mΩ Max.
Power contact: 10mΩ Max. (FH80BA)
No damage, cracks or part dislocation.

10 times

Vibration 
Resistance

No electrical discontinuity of 1μ s Min.
Contact Resistance
Signal contact: 50mΩ Max.
Power contact: 10mΩ Max. (FH80BA)
No damage, cracks or part dislocation.

Frequency : 10 to 55 Hz, single amplitude of 
0.75mm, 
10 cycles in each of the 3 axis

Shock Resistance

No electrical discontinuity of 1μ s Min.
Contact Resistance
Signal contact: 50mΩ Max.
Power contact: 10mΩ Max. (FH80BA)
No damage, cracks or part dislocation.

Acceleration of 981m/s2, 6 ms duration, 
sine halfwave, 3cycles in each of the 3 axis

Steady State 
Moisture 
Resistance

Contact Resistance
Signal contact: 50mΩ Max.
Power contact: 10mΩ Max. (FH80BA)
Insulation Resistance: 50 MΩ Min.
No damage, cracks or part dislocation.

Left for 96 hours at 40℃ and humidity of 90 to 95%

Temperature Cycle

Contact Resistance
Signal contact: 50mΩ Max.
Power contact: 10mΩ Max. (FH80BA)
Insulation Resistance: 50 MΩ Min.
No damage, cracks or part dislocation.

Temperature : -55 → +15 to +35 → +85 → +15 to 
+35℃
Time : 30 → 2 to 3 → 30 → 2 to 3 minutes
Above conditions repeated for 5 cycles

Soldering 
Heat Resistance

No deformation in appearance or significant damage to 
contacts.

Reflow : Refer to the recommended temperature 
profile
Manual soldering : 350℃± 10℃ for 5 seconds

Materials / Finish

Component Material Color/Finish UL Standard

Insulation Case LCP Black
UL94V-0

Actuator LCP Black

Contact Copper Alloy Nickel Barrier Gold Plated -

Retention Tab Phosphor Bronze Nickel Barrier Gold Plated -
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Product Number Structure
Refer to the chart below when determining the product specifications from the product number.
Please select from the product numbers listed in this catalog when placing orders.

FH80 A - 10S - 0.15 SHW (##)
❶ ❷ ❸ ❹ ❺ ❻

❶ Series Name FH80 ❹ Contact Pitch 0.15mm

❷ Power Source 
Type

A: No power contact ❺ Contact Design SHW…SMT Horizontal Staggered Mounting 
Type

❸  No. of Pos. 10, 19 ❻ Specifications (01): Standard 6,500pcs per reel

FH80 BA - 10S 2A - 0.15 SHW (##)
❶ ❷ ❸ ❹ ❺ ❻ ❼

❶ Series Name FH８０ ❺ Contact Pitch 0.225mm(*FH80BA Series is 0.225mm pitch)

❷ Power Source 
Type

BA: With power contact ❻ Contact Design SHW: SMT Horizontal Staggered Mounting 
Type

❸ No. of Signal 
Contacts

6, 10 ❼ Specifications (01): Standard 6,500pcs per reel

❹ No. of Power 
Contacts

2
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

FH80A

C ±0.15

0.3 ±0.1

F ±0.1
D ±0.15

D ±0.15

0.3 ±0.1

0.06
0.06

0.06

1
.0

6
5
 ±

0
.1

2
.8

 ±
0
.1

H ±0.1

E ±0.1

0.06

B ±0.15

H ±0.1

A

A

Contact No.n-1

Contact No.2Contact No.n

Contact No.1

J

6 7

0
.4

4
 ±

0
.1

1
.0

1

2
.0

5
 ±

0
.1

5
0
.3

3
 ±

0
.1

90
°

0
.0

7

0
.3

 ±
0
.1

1
.0

6
5

0
.3

4
5

0
.8

5

FPC:t=0.12
0.155

2
.9

2
 :
 A

c
tu

at
o
r 

c
lo

se

A-A (30 : 1)

Contact point

Contact point

B ±0.15
C ±0.15

E ±0.1
D ±0.15

0.3 ±0.1

H ±0.1H ±0.1
G ±0.15

F ±0.1
0.3 ±0.10.06

0.06

0.06

0.06

1
.0

6
5
 ±

0
.1

2
.8

 ±
0
.1

Contact No.n-1 Contact No.2

Contact No.1Contact No.n

J

76

Even number of contacts Odd number of contacts

1. The dimension in parentheses are for reference.
2. The coplanarity of the contact and retention tab lead should be 0.08mm Max
3. Packaged in tape and reel. Check the packaging specifications for details.
4. Sink holes or slits may be added for improvements.
5．This product is halogen-free.
　 (Br: 900ppm maximum, Cl: 900ppm maximum, Cl + Br combined: 1,500ppm maximum)
6 Cavity No. are indicated in approx position shown.
� Mark for direction are indicated in approx position shown.

8. 'n' represents the number of positions.

Part No. HRS No.
No. of
Pos.

B C D E F G H J
Purchase Unit

(##) : (01)

FH80A-10S-0.15SHW(01) CL0580-5810-0-01 10 2.8 2.25 1.2 0.525 0.675 - 0.975 2.42 6,500pcs 
per reelFH80A-19S-0.15SHW(01) CL0580-5814-0-01 19 4.15 3.6 2.7 1.35 1.2 2.4 1.65 3.77

Unit : mm
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

B ±0.15

C ±0.15

0.15 ±0.1

F ±0.1

G ±0.1

H ±0.1

E ±0.15

0.45 ±0.1

E ±0.15

0.45 ±0.1

0.06

0.06

0.06

1
.0

6
5
 ±

0
.1

2
.8

 ±
0
.1

D ±0.1 D ±0.1

H ±0.1

0.06

A

A

Signal contact No.n

Signal contact No.2

Signal contact No.1Signal contact No.n-1

J

6 7

0
.4

4
 ±

0
.1

1
.0

1

2
.0

5
 ±

0
.1

5
0
.3

3
 ±

0
.1

90
°

0
.0

7

0
.3

 ±
0
.1

1
.0

6
5

543.0
0
.8

5

FPC:t=0.12
0.155

2
.9

2
 :
  
A

c
tu

at
o
r 

c
lo

se

A-A (30 : 1)

Contact point

Contact point

1. The dimension in parentheses are for reference.
2. The coplanarity of the contact and retention tab lead should be 0.08mm Max
3. Packaged in tape and reel. Check the packaging specifications for details.
4. Sink holes or slits may be added for improvements.
5．This product is halogen-free.
　 (Br: 900ppm maximum, Cl: 900ppm maximum, Cl + Br combined: 1,500ppm maximum)
6 Cavity No. are indicated in approx position shown.
� Mark for direction are indicated in approx position shown.

8. 'n' represents the number of positions.

FH80BA

Part No. HRS No.
No. of 
Pos.

Signal 
Contact

Power 
Contact

B C D E F G H J
Purchase Unit

(##) : (01)

FH80BA-6S2A-0.15SHW(01) CL0580-5811-0-01 6 6 2 3.625 3.075 1.2375 0.9 0.4875 0.2625 1.3875 3.245 6,5000pcs 
per reelFH80BA-10S2A-0.15SHW(01) CL0580-5813-0-01 10 10 2 4.525 3.975 1.6875 1.8 0.9375 0.7125 1.8375 4.145

Unit : mm
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Recommended Land, Metal Mask Dimensions

Part No. HRS No.
No. of 
Pos.

D E F H K L

FH80A-10S-0.15SHW(01) CL0580-5810-0-01 10 1.2 0.525 0.675 0.975 1.125 1.35

FH80A-19S-0.15SHW(01) CL0580-5814-0-01 19 2.7 1.35 1.2 1.65 1.8 -

Unit : mm

FH80A

2×0.2 ±0.02 (n/2)×0.18 ±0.02

0
.5

5
 ±

0
.0

2
1
.9

5
 ±

0
.0

2
0
.5

3
 ±

0
.0

2

2×0.18 ±0.02 (n/2)×0.18 ±0.02

0.3

E

L ±0.02
K K

0.3
F

H H

0
.0

5

Metal Fitting

Contact No.n-1

Contact No.n

Metal Fitting

(Connector image)

Contact No.1

Contact No.2

0.02 X 0.02 X

0.02 X 0.02 X

X

2×0.2 ±0.01

0
.5

5
 ±

0
.0

1
2
.2

5
 ±

0
.0

1
0
.5

3
 ±

0
.0

1 2×0.18 ±0.01

(n/2)× 0.18 ±0.01

(n/2)×0.18 ±0.01

0.3
E

L ±0.01
K K

0.3

0
.1

6

F
HH

 (PCB mounting pattern image)  

0.01 Y

0.01 Y 0.01 Y

0.01 Y

Y

Even number of contacts

˔Recommended PCB mounting pattern ˔Recommended stencil pattern(t�0.08)

2×0.2 ±0.02 ((n+1)/2)×0.18 ±0.02

0
.5

5
 ±

0
.0

2
1
.9

5
 ±

0
.0

2
0
.5

3
 ±

0
.0

2 2×0.18 ±0.02 ((n-1)/2)×0.18 ±0.02

0.3
E

D ±0.02
K K

0.3

F

H H

0
.0

5

Metal Fitting

Contact No.n-1
Contact No.n

Metal Fitting

(Connector image)

Contact No.1
Contact No.2

0.02 X 0.02 X

0.02 X 0.02 X

X

2×0.2 ±0.01

0
.5

5
 ±

0
.0

1
2
.2

5
 ±

0
.0

1
0
.5

3
 ±

0
.0

1 2×0.18 ±0.01

((n+1)/2)×0.18 ±0.01

((n-1)/2)×0.18 ±0.01

0.3
E

D ±0.01
K K

0.30
.1

6

F
HH

 (PCB mounting pattern image)  

0.01 Y

0.01 Y 0.01 Y

0.01 Y

Y

 

Odd number of contacts

˔Recommended PCB mounting pattern ˔Recommended stencil pattern(t�0.08)
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Part No. HRS No.
No. of 
Pos.

Signal 
Contact

Power 
Contact

K L M N P Q R S T

FH80BA-6S2A-0.15SHW(01) CL0580-5811-0-01 6 6 2 1.4625 1.6125 0.9375 1.0875 1.125 0.5625 0.3375 1.3125 1.4625

FH80BA-10S2A-0.15SHW(01) CL0580-5813-0-01 10 10 2 1.9125 2.0625 1.3875 1.5375 2.025 1.0125 0.7875 1.7625 1.9125

Unit : mm

FH80BA

0.45

2×0.2 ±0.02

2×0.63 ±0.02

(n/2)×0.18 ±0.02

(n/2)×0.18 ±0.02

0
.5

5
 ±

0
.0

2
1
.9

5
 ±

0
.0

2
0
.5

3
 ±

0
.0

2

2×0.18 ±0.02

K L
M N

P ±0.02

Q

0.45

S T

R

0
.0

5

Metal Fitting

Signal contact No.n Signal contact No.2

Metal Fitting

(Connector image)

Signal contact No.1Signal contact No.n-1

0.02 X

0.02 X 0.02 X

0.02 X0.02 X

X P ±0.01

(n/2)×0.18 ±0.01

2×0.63 ±0.01

2×0.2 ±0.01

0.45

0
.5

5
 ±

0
.0

1
2
.2

5
 ±

0
.0

1
0
.5

3
 ±

0
.0

1

0.45

(n/2)×0.18 ±0.012×0.18 ±0.01

K L

M N

Q

S T

R

0
.1

6

    (PCB mounting pattern image)

Center of total pitch

0.01 Y

0.01 Y

0.01 Y

0.01 Y

0.01 Y

Y

 

˔Recommended PCB mounting pattern ˔Recommended stencil pattern(t�0.08)

Center of total pitch

Ju
n.

1.
20

26
 C

op
yr

ig
ht

 2
02

6 
H

IR
O

S
E

 E
LE

C
T

R
IC

 C
O

., 
LT

D
. A

ll 
R

ig
ht

s 
R

es
er

ve
d.

https://www.hirose.com/en/product/search/?q=FH80BA-6S2A-0.15SHW(01)%3ArecommendedSeries-desc%3AterminationProduct%3A
https://www.hirose.com/en/product/search/?q=FH80BA-10S2A-0.15SHW(01)%3ArecommendedSeries-desc%3AterminationProduct%3A


9

FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Recommended FPC Dimensions
FH80A

M ±0.05

N ±0.015

E

0.15

0.66 ±0.05 0.66 ±0.05

0.075 ±0.015

0.125 ±0.015

(n/2-1)×0.15 ±0.015

0.1 ±0.015

0.05 ±0.05

M ±0.05

0.1 ±0.015

0.075 ±0.015

(n/2-1)×0.15 ±0.015

0
.4

9
5
 ±

0
.1

1
.6

3
 ±

0
.3

R0.15 ±
0.1

R0
.1
 ±

0.
1

R
0.
1 ±

0.
1

R0.1 ±
0.1

R0.1 ±
0.1

0
.7

6
 ±

0
.0

5

1
.3

 ±
0
.0

5

0
.7

1
 ±

0
.1

R0.1

0.1 ±0.015
0.1 ±0.015

0.05 ±0.05

1
.0

5
 ±

0
.1

0.05 ±0.015

0.05 ±0.015

0.125 ±0.015

0
.1

6
 ±

0
.1

P ±0.05

1
.1

5
5
 ±

0
.1

10

0.015 Z

0.015 Z

Z

2
.6

3
 ±

0
.3

(S
ti
ff
e
n
e
r)

Q

0.12 ±0.02

11

9

˔Recommended FPC pattern
Even number of contacts

M ±0.05

N ±0.015

F

0.15

0.66 ±0.05 0.66 ±0.05

0.075 ±0.015

0.075 ±0.015

((n-1)/2)× 0.15 ±0.015

0.1 ±0.015

0.05 ±0.05

M ±0.05

0.1 ±0.015
0.125 ±0.015

((n+1)/2-2)×0.15 ±0.015

0
.4

9
5
 ±

0
.1

1
.6

3
 ±

0
.3

R0.15 ±
0.1

R0
.1
 ±

0.
1

R
0.
1 
±

0.
1

R0.1 ±
0.1

R0.1 ±
0.1

0
.7

6
 ±

0
.0

5

1
.3

 ±
0
.0

5

0
.7

1
 ±

0
.1

0.1 ±0.015
0.1 ±0.015

0.05 ±0.05

1
.0

5
 ±

0
.1

0.05 ±0.015

0.05 ±0.015

0.125 ±0.015

0
.1

6
 ±

0
.1

P ±0.05

1
.1

5
5
 ±

0
.1

R0
.1

10

0.015 Z

0.015 Z

Z

Odd number of contacts

� Dimention Q must be 0.5mm minimum.
�� Indicated tolerance is applicable to the exposed conductor.
��  Recommended puncher direction: From conductor side to stiffener side.

Part No. HRS No.
No. of 
Pos.

E F M N P

FH80A-10S-0.15SHW(01) CL0580-5810-0-01 10 0.525 0.675 2.37 1.05 1.65

FH80A-19S-0.15SHW(01) CL0580-5814-0-01 19 1.35 1.2 3.72 2.4 3

Unit : mm
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

FH80BA

U ±0.05
P ±0.015

0.225

0.96 ±0.05

1.11 ±0.05

0.075 ±0.015
0.05 ±0.05

0.225 ±0.015

(n/2)× 0.15 ±0.0150.175 ±0.015

0.05 ±0.05

U ±0.05

V ±0.05

0.325 ±0.015

0.1 ±0.015

(n/2)×0.15 ±0.015

0
.1

6
 ±

0
.1

0
.7

1
 ±

0
.1

0
.4

9
5
 ±

0
.1

1
.6

3
 ±

0
.3

R0
.1

R0.15 ±
0.1

R0
.1
 ±

0.
1

R
0.
1 ±

0.
1

R0.1 ±
0.1

R0.1 ±
0.1

0
.7

6
 ±

0
.0

5
1
.3

 ±
0
.0

5

Q

10

Center of total pitch
0.015 Z

0.015 Z

Z

0.12 ±0.02

2
.6

3
 ±

0
.3

(S
ti
ff
e
n
e
r)

W
9

11

� Dimention W must be 0.5mm minimum.
�� Indicated tolerance is applicable to the exposed conductor.
��  Recommended puncher direction: From conductor side to stiffener side.

Part No. HRS No.
No. of 
Pos.

Signal 
Contact

Power 
Contact

P Q U V

FH80BA-6S2A-0.15SHW(01) CL0580-5811-0-01 6 6 2 1.125 0.5625 3.195 2.475

FH80BA-10S2A-0.15SHW(01) CL0580-5813-0-01 10 10 2 2.025 1.0125 4.095 3.375

Unit : mm
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Packaging Specifications

FH80A
Embossed Carrier Tape Dimension

1.065

B

R
 + -0

.3
0
.1

S
 ±

0
.1

1
.7

5
 ±

0
.1

1.5 + 0.10

4 ±0.1

T

2

8 ±0.1

CL

Vacuum pick up area

Vacuum pick up area

Direction of unreeling

1.12
0.3

0
.3

8

Distance to vacuum pick up area

Reel Dimension

φ
80

φ
38

0

V: Outside

U: Inside

∅
13

Direction of unreeling

Leader, Trailer dimension

160mm MIN

(Trailer, empty components)

100mm MIN

(Empty components)

400 mm MIN(Leader)

Embossed carrier tape

Direction of unreeling

Top cover tape

Refer to JIS C 0806 and IEC 60286-3 (Packaging of components for automatic handling.)

Part No. HRS No.
No. of 
Pos.

B R S T U V

FH80A-10S-0.15SHW(01) CL0580-5810-0-01 10 2.8 16 7.5 3.92 17.4 21.4

FH80A-19S-0.15SHW(01) CL0580-5814-0-01 19 4.15 16 7.5 5.27 17.4 21.4

Unit : mm
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Reel Dimension

8038
0

E1 : Outside

D1 : Inside

13
φ

φ φ

Direction of unreeling

Leader, Trailer dimension

160mm MIN
(Trailer, empty components)

100mm MIN
(Empty components)

400mm MIN(Leader)

Embossed carrier tape

Direction of unreeling

Top cover tape

Refer to JIS C 0806 and IEC 60286-3. (Packaging of components for automatic handling.)

Part No. HRS No.
No. of 
Pos.

Signal 
Contact

Power 
Contact

B A1 B1 C1 D1 E1

FH80BA-6S2A-0.15SHW(01) CL0580-5811-0-01 6 6 2 3.625 16 7.5 4.745 17.4 21.4

FH80BA-10S2A-0.15SHW(01) CL0580-5813-0-01 10 10 2 4.525 16 7.5 5.645 17.4 21.4

Unit : mm

Embossed Carrier Tape Dimension

4 ±0.1

A
1
 + -

0
.3 0
.1

1
.7

5
 ±

0
.1

B
1
 ±

0
.1

1.5 +

 

0.10

B
1.065

C
1

2

8 ±0.1

CL

Direction of unreeling

Vacuum pick up area

Vacuum pick up area
0
.3

8

Distance to vacuum pick up area

1.12
0.3

FH80BA
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Recommended FPC Construction

FH80A

 
 
 
 
 

 

 
 

FPC Configuration (Reference Example)

50
30
25

No adhesion material

18

(4)

25
25

Polyimide 2mil

Heat-hardend adhesive
Polyimide 1mil
Heat-hardend adhesive
Cu 1/2 oz

Polyimide 1mil

Copper foil

Surface treatment

Cover adhesive

Stiffener

Base film
Base adhesive

Covering film layer
MaterialMaterial name

Reinforcement material adhesive

1μm to 6μm nickel underplated＋
0.2μm gold plated

Thickness(μm)

FH80BA

25
30
25

35

(4)

25

Thickness(μm)MaterialMaterial name

No adhesion material

25

FPC Configuration (Reference Example)

Copper foil

Surface treatment

Cover adhesive

Stiffener

Base film
Base adhesive

Covering film layer

Reinforcement material adhesive

Polyimide 2mil

Heat-hardend adhesive
Polyimide 1mil
Heat-hardend adhesive
Cu 1 oz

Polyimide 1mil

1μm to 6μm nickel underplated＋
0.2μm gold plated

Temperature Profile

Start

　
　

T
e
m

p
e
ra

tu
re

 （
℃

）

Time （sec.） 

25℃ 60 to 90 sec.

20 to 40
sec.

（Preheating Time） （Soldering）

（Peak Temperature Heating Time）

0

50

100

150
150℃

180℃

220℃

200

245
250℃ Max.

120±5 sec.

Applicable Conditions

Reflow Method        :  Reflow, IR/Hot Air

Reflow Environment : Room Air

Solder　　　　           : Paste SN/3.0Ag/0.5Cu

                                (Senju Metal Industry, Co. Ltd Part Number: 

                                 M705-GRN360-K2-V)

Test Board　　: Test Board Material and Size

　　　　　　　　    Glass epoxy 32.85× 15.7× 1mm

　　　　　　　　     Land size as listed on 

                     "Recommended PCB mounting pattern".

Metal Mask　 : Recommended thickness and aperture 

　　　　　　　     dimensions as listed on "Recommended stencil pattern".

This temperature profile is for the above conditions.

The temperature profile may vary depending on the type of 

cream solder, the manufacturer, the board size and other 

conditions such as mounting materials. Please check the mounting 

status before use.

Ju
n.

1.
20

26
 C

op
yr

ig
ht

 2
02

6 
H

IR
O

S
E

 E
LE

C
T

R
IC

 C
O

., 
LT

D
. A

ll 
R

ig
ht

s 
R

es
er

ve
d.



14

FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Connector Operating Method and Notes

Indicates connector usage for a typical back-flip structure.
To prevent connector/FPC breakege and contact failure (mating failure,  FPC pattern breakage,  etc) ,
read through the instructions shown below and handle the connector properly.

 FPC Insertion Opening 

Bottom (mounting surface)

Top (pick-up surface)

Actuator Open

Actuator Close

FPC

- Front View -
- Side View -

Housing Metal Fitting 

Actuator

Signal Contacts

Signal Contacts

Retention Tab

Power Contacts

FH80BA

-  Top View -

　 【Connector Part Names】

FH80A

Housing Contacts Metal Fitting 

Retention TabContactsActuator

-  Top View -

【Operation and Cautions】

1.  Initial Condition
Actuator does not have to be operated before inserting FPC,  as the connector is delivered with the actuator opened.

- When Delivered -

Not Inserted
Actuator (close)

Unmounting

Actuator Open
Connector operation when FPC is not inserted or unmounted.�
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

2.  How to Insert and Remove FPC
With the actuator in the open position,  perform the following operations .
-  When inserting the FPC,  insert the FPC horizontally to the PCB mounting surface.
Also,  please position both ends of the FPC by insertion opening guide and then insert it straightly.
-  When removing the FPC,  please pull it horizontally.

PCB

Insertion and removal with actuator close.

Insertion and removal excessive angles from PCB surface.

Insert and Remove
Horizontally

Actuator (close)

Insertion and removal
during wrenching up､ down､
left and right.

FPC insertion 
opening guide

 

OK OK

3.  FPC Insertion Check and Mating Confirmation of The FPC
Make sure that the FPC tabs are located in correct position as shown in the figure below after FPC insertion and mating.

Cl
ea

ra
nc

e

OK

- Correct Assembled - - Incorrect Assembled -
(Insufficiently inserted)

- Incorrect Assembled -
(Angle insertion)
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

4.  How to Lock and Unlock
The actuator rotates around the rotational axis.   
Lock:  Apply load to rotate the actuator by 90 degree after inserting the FPC.  Unlock:  Slowly flip up the Actuator lock.

- How to Unlock --How to Lock -
Rotation Axis

Operate the center of the actuator.

Operate near both-ends of the actuator
 at the same timing moment.
(Around 2 PIN from the end)

Operate at one end of the actuator.

Operations other than rotation. Operate with a sharp tool.

Operation to push the actuator 
into connector.

Excessive force to housing.

Ｆ

Ｆ

FPC insertion
opening side

Top
 (pick-up surface)

OK

OK

Damage connector contacts.

ex) Conduction Check with contact.

Rotation Axis
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Instructions for Mounting on the PCB

Please design a PCB layout not to apply load to connector and FPC.

 [Cautions]
-  If the FPC has to be curled/bended in your cabling design,  please keep enough degree of freedom
in your design to keep the FPC tension free.  In this regard,  the stiffener is parallel to the PCB.
-  Do not mount other components underneath the FPC stiffener which may interfere with the connection.
-  Please consult with the FPC manufacturer about FPC bending performance.  And wire breakage strength while making 

design.  
-  Keep enough space for the rotation of the actuator during PCB and component layout design.
-  Please consult with our sales representative if you are using FPC with different configuration
 from our recommendation.

(Diagonally)(Diagonally)

Load applied to FPC

OK

Stiffener

No load applied to stiffener

Stiffener

Load applied to stiffener

Stiffener

Housing or parts interfering with the FPC

(horizontal)

Component part

Instructions for Mounting on the PCB

-  Refer to recommended layouts for PCB,  stencil pattern and FPC dimension.  Please inspect the size of solder fillet and 
flux climbing height of the mounted connector while using different land/stencil pattern from our recommendation.

-  Please verify your solder resist/silk screening design carefully before implementing the design.
-  Please try to minimize the warpage of the PCB.  Soldering failure could still occur due to the PCB warpage even if the 

coplanarity of the connector is under 0.08mm.
-  If the connector is mounting on FPC,  please make sure to put a stiffener on the backside of the FPC.  Recommended 

stiffner:  Glass epoxy material with thickness of 0.3mm MIN.
-  Do not apply 0.5N or greater external force on the connector when unreeling or handling the connector before 

mounting.  Excessive mechanical stress may damage the connector before mounting.
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

Instructions for PCB Handling After Mounting the Connector.

The warpage of PCB may apply excessive stress on the connector and damage the connector.  
-  During the assembly processes decribed below,  care shall be taken so as not to give any stresses of deflection or 

twisting to the PCB.
・ Splitting a large PCB into several pieces
・ Installing mounting screw on PCB
-  The warpage of a 100mm wide PCB should remain within 0.5mm.

100

100

0
.5

M
A

X
0
.5

M
A

X

PCB

PCB

Connector

Connector

Instructions of Manual Soldering

-  Do not perform hand soldering with the FPC inserted into the connector.
-  Do not apply excessive heat.  And soldering iron must not touch connector except terminal leads area.
-  Do not supply excessive solder (flux) .

Others

-Attachment of foreign particles with the connector contact may lead to conduction failure.　
In this particular case,  the conduction failure may be fixed by re- inserting the FPC.  
-Metal fitting conduct to both ends of contacts.  Please do not ground the metal fitting pad on the mounting board.

Metal Fitting

Contact

Metal Fitting Pad

Contact Pad 

 
Please do not ground

Mounting Board
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FH80 Series/0.15/0.225mm Pitch, 0.44mm Height, Top Contact, Power & Signal Hybrid, Back-Flip FPC Connector

While taking into consideration

Specifications mentioned in this catalog are reference values.
When considering to order or use this product,  please review the Drawing and Product Specifications sheets.
Use an appropriate cable when using the connector in combination with cables.
If considering usage of a non-specified cable,  please contact your sales representative.
If assembly process is done by jigs &  tools which are not identified by Hirose,  the warranty of the product may be 
affected.
If considering usage for below mentioned applications,  please contact your sales representative.
In cases where the application will demand a high level of reliability,  such as automotive,  medical instruments,  public 
infrastructure,  aerospace/  defense etc.  Hirose must review before assurance of reliability can be given.
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