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Olotes [+ >Dinensions are viewed from the connector mounting side on PCB.

@O 2. PC board thickness 1. 6mn.

Note  The dimensions in parentheses are for reference.

Contact area : Gold plating 1.27mm min.
I 2 | Phosphor bronze Lead ¢ Gold plating  0.03m min. - - -
r Under : Nickel plating 1.2Tmnin, | 4 | Phosphor bronze Tin plating Twm min.
| | PBT Dark Gray . UL94V-0 3 PBT Black . UL94V-0
\ NO. MATERIAL FINISH , REMARKS NO. MATERIAL FINISH . REMARKS
UNITS @ 8 SCALE COUNT | DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
mm 251 ||\
APPROVED :RI. TAKAYASU 18.06.12 DRQ‘(’)“NG EDC-026064-20-02
HIROSE :
CHECKED :RI. TAKAYASU 18.06.12 [paRT ~
ms E(L)ECE‘[')C DES1GNED + MO. SHIMOYAMA 18,0612 |_NO. TMSRE3-62C200
DRAWN  :SJ. SATO 18.06.12 | 'yo. CL222-1407-7-20 M)
FORM HC0011-5-7 | 5 \ 6 \ 7 \ 8




