In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

NOTES

1. WHEN THIS CONNECTOR MATES WITH DF13-5S-1.25C, THE MATING LENGTH IS 5.8mm.
2. WHEN THIS CONNECTOR HAS TWO OR THREE CONTACTS, THE LOCK SHALL BE SET AT THE CENTER OF HOUSING. IF MORE THAN FOUR, THE TWO LOCKS SHALL BE SET AS SHOWN ON THIS DRAWING.
3. LEAD COPLANARITY INCLUDING REINFORCED METAL FITTINGS SHALL BE WITHIN 0.1mm.
4. AREA TO PICK AND PLACE.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

NOTES
5 1REEL : 1000 CONNECTORS.
6 AT THE BEGINNING OF THE REEL, 30 COMPONENTS SHALL BE EMPTY.
   AT THE END OF THE REEL, 20 COMPONENTS SHALL BE EMPTY.
7 WHEN THE TAPE WIDTH IS 32 or 44mm, SPROCKET HOLES SHALL BE
   SET ON BOTH SIDES OF REEL AS SHOWN ON THIS DRAWING.
8 WHEN THE TAPE WIDTH IS 44mm or OVER, THE TOLERANCE SHALL BE 2±0.15.
9 DETAIL OF PART No. label is written in Japanese.
10 PEEL FORCE BETWEEN EMBOSSED CARRIER TAPE AND COVER TAPE IS 0.1~0.7N.