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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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No. 3
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Notes.
1,100 pes. /_P“Ck_ _ o 3 |Silicone rubber | Bengala
2. The dimensions in parenthesis are reference dimensions. 1 TeeT ULIAV-0 CWhited 2 |siticone rubber | Bengala
3. Always refer to the menuals below for operation of this product. NO. MATER AL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
No. 6 For cuh_le ussemh_ly ! table u§semhly pFOCBdUFE ETAD-HO760 UNITS SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
For mating/unnating / Operetion menual ETAD-HO761 o @6 S
APPROVED +KI. AKIYAMA 16. 03. 25 DRQ‘(’)“NG EDC-353728-10-00
HIROSE = fcuecen TS, FUKUSHIMA 16. 03. 25 [o3pT
ms E(L)ECE‘[')C DESIGNED + T5. KUMAZAWA 16.03.25 | No. DF62W-6EP-2. 20C10)
DRAWN TS, KUMAZAWA 16.03. 25 | "yo. CL544-1009-6-10 M|
FORM HCO0011-5-7_AN 2 3 4 5 \ 6 \ 7 \ 8




