Apr.1.2024 Copyright 2024 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

] 2 3 5 6 | 7 | 8
A—A (FREE) DF56-26P-SHL
ZZ 7 17 1]
7 7\ ? l
DF56C-265-0. VG A\\\\\\\\ \jr' g . THIN COAXIAL CABLE
u \ T g1
1Ll h S W | DFS6-26-0. 35D(51)
10.7 £ 0.1 N\ .
[REYN ‘ . X
P= 0.6 + 0.05 1.8 £ 0.09 | | L I/ |
£=0.14 001 | 0.8 &£ 0.05
CONTACT No. 25 1.45 £ 0.1
M\\ Q //* 'r = (0.21) EFFECTIVE CONTACT LENGTH
I BB B B B (7 [ | |'|f_t_] - 2 @(239)
jninjnl H
Lt {F :” = -
T o) < RECOMMENDED PATTERN
=L L AL LA EEL R B I pé, 10.7 40.02
\
CONTACT No. 1 ~~_ CONTACT No. 26 w&v 7.8 0.0
P= 0.6 & 0.05 1.2 £ 0.05 6 §
T I I
C0.82) VACCUM AREA O\ 2 e et
l_ 0200 S 1+0m al &
(5 ) VACCUM AREA %, I
?\ : B P S| 2
[6 >8.4 £ 0.1 ? = =
1240 </()g N o onponoCguonoon
. P\\&\ I npooony Hﬂ}lﬂﬂﬂﬂ 1
i ~ . OND PAD o =
= i — H H| H
|-\' Z P=0.3 £ 0.02 % ~ §
0.7 + 0.0 [6 8.4+ 0.0 0.7 0.0
1.2 £0.0
~ NOTES 1. LEAD CO-PLANARITY SHALL BE 0. 1nnNAX. RECOMMENDED METAL MASK
z 2. PER REEL : 5000 COMPONENTS. THLCKNESS 0. an

MATING FIGURE

3. THE DIMENSIONS IN PARENTHESES ARE FOR REFERENCE.
[4 >REFER T0 JIS 0806. CPACKING OF COMPONENTS FOR AUTO HANDRING)

OPENING RATIO 100% CLEAD PAD)

[5>C15.1) 100% (GND PAD)
[5>D0 NOT MOUNT ANY OTHER COMPONENTS TO THE INDICATED AREA WHEN USING OUR RECOMMENDED TOOL.
13,1401 [6 >LOCATION OF THE CONNECTOR AND RECOMMENDED PCB LAYOUT ARE ALIGNED WITH THOSE CENTERS.
12,7 £ 0.1 6 |PS BLACK
2 LCP UL94V-0, BLACK 5 | POLYESTER CLEAR
A .4 +01 CONTACT AREA : Au PLATING 0.1aMIN |4 | PS CLEAR
L nnnonon—— nonononann 1 PHOSPHOR BRONZE | LEAD AREA : Au PLATING 0. 05 «nMIN WHOLE AREA : Sn PLATING 14 nMIN
- e . l . A4 = UNDER PLATING : Ni PLATING 14 nMIN 3 | PHOSPHOR BRONZE UNDER PLATING:Cu PLATING 0.3 nMIN
N HRG g o H NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
- G i — = UNITS SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
@ O | o mm @ g FREE  |/\
APPROVED :TS. SAKATA 11. 04. 04 |DRAWING _ -
A T \NUMBER OF CAONTACT HIROSE C::CKZDD -HS. OZAWA 11, 04, 04 |78 £DC3-329549-01
m ELECTRIC | ecionen <AH MIVAZAKI 1. 06,01 N0, DF56(-265-0. 3V
THIN COAXIAL CABLE AWG#42~46 €0 LT0. DRAWN  : AH. MIYAZAKI 11. 08,01 | “R3E CL662-5603-9-51 ‘AM 5
FORM HCOOT1-5-7 | 2 | 3 5 | 6 | 7 | 8




Apr.1.2024 Copyright 2024 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

[4>STYLE AND DIMENSION OF REELCFREE)

PART No. LABEL Y
—— . B = 1.5 SPROKET
401 N - HOLE FAR SIDE
@\ N B ol -—C = | e c-c YA AT
Y ]
jj — ???? _|
= + E S :
; 24,4 0
| ?\ 30,4 X
i ?6 DETAL OF PART No. LABEL
- 6 £ERB F B H
@ NE CL662-5603-5-51
] — &% DF56C—265—0. 3V (51)
Bl 0.3 47 MmA%E | 5000(@
T | —cC 6 [ nas | corEmhtai
B DIRECTION OF UNREELING \$ SUPPLIER
B—B @N QUANTITY
W) W 60 L PART Mo,
\e&L —— CODE No.
——— DATE OF MANUFACTURED
[ 4 >TAPINGCFREE) LEADER
TRILER 400 mm MIN
, 160mm MIN ‘ 100 mm MIN .
= il ]
O O O 0O O 0O O O 0O O 0 0 O 0 0 O O O O O
HEEN e
o a a2 2 .
|

PORTION EQUIPPED WITH
EMPTY COMPONENTS CONNECTORS EMPTY COMPONENTS

BE : EDC3-329549-01

]-RS 054 - DF56C-265-0. 3V(51)
3

E CL662-5603-9-51 |A\[25
i g

FORM HC0O011-5-4_AN | 2 3 4 5 6 | 7




