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Rated Current

No. of Pos. 20 AWG 22 AWG

2, 4 5A /pin

6, 8 3A /pin

Rated Voltage 250V AC/DC

Operating 
Temperature

-40 to +125C*

Contact Resistance 25mΩ Max.

Withstanding Voltage 1,500V AC for 1 min.

Insulation Resistance 100MΩ Min. (500V DC)

Mating Durability 30 times

2.5mm Pitch, Single Row, Center Lock, Wire-to-Board Connector

1 Wide range of options to meet various customer requirements:
- 2–8 positions, straight or right-angle types, etc.

2 Center lock design for high-density mounting and easy operation.

3 High contact reliability with dual-spring, 3-point contact design 

4 Prevention design against electric shock, incomplete insertion, 
and mis-mounting

5 The contact lead section is SMT, and the retention tab’s THT section is 
through-hole reflow compatible.

6 Compatible cable size: 20-22 AWG

7 UL/C-UL certified

Features

KW10A Series

Unit: mm
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Variations

No. of Pos. 2 4 6 8

Dimension A 9.0 14.0 19.0 24.0

High Contact Reliability Specifications

1

3
2

Spring #1

Spring #2 Dual Spring Design

Enhances contact force 
and reduces the impact 
of external vibration.

3-point Contact Design

Improves contact reliability
to withstand severe 
vibrations.

- RoHS Compliant, Halogen-free
- Plating Specification: Tin plated

* Includes temperature rise 
caused due to current flow
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