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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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This product disossembled when deliverd.
Applicable crimp contact « HR10-PC-112 CApplicable wire AWGH26 to#30)
Applicable clamping jig + RP6-SC-TP

The cable clamping power and the turning force, etc.
are different occording to the structure of the cable,
and use it, pleose after it confirms it beforehond.
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1942 A-A Before hood and bushing installation
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3 | Polybutylene terephthatate | CBlack) UL94V-0 © | Soft ployvinylehloride (Black> UL94V-0
2 |Zink alloy Nickel plating 5 |Steel Nickel plating  j3RBing screv
1 |Zink alloy Nickel plating 4 |Polypropylene (Black> UL94V-0
NO. MATERIAL FINISH , REMARKS NO. MATERIAL FINISH . REMARKS
UNITS E, SCALE COUNT |  DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
mm @ 1 1 A
APPROVED :EJ. KUNII 18.09.18 DRQ‘(’)“NG EDC-379315-00-00
HIROSE CHECKED +EJ. KUNII 18.09.18 :
: - 09.18 Fpprt _ _
m EBEC[%C DESIGNED : TY. TAKAHASHI 18.09.18 C(’)‘gé HR212-14LP-20PC
DRAWN TV, TAKAHASHI 18.09.18 | No. CL112-1011-0-00 M|
FORM HC0011-5-7 | 3 5 \ 6 7 \ 8




