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APPLICABLE STANDARD
OPERATING STORAGE
TEMPERATURE RANGE -15 'CTO +60  C TEMPERATURE RANGE -15 'C TO +60 C
RATING | VOLTAGE AC 100V, DC 140 V —
CURRENT 2 A APPLICABLE CABLE
S P ECITITFICATI ON S
ITEM | TEST METHOD | REQUIREMENTS leTlAT
CONSTRUCTION
GENERAL EXAMINATION VISUALLY AND BY MEASURING INSTRUMENT. ACCODING TO DRAWING. O j o
MARKING CONFIRMED VISUALLY. ' OO
ELECTRICAL CHARACTERISTICS
CONTACT RESISTANCE CONTACT SHALL BE MEASURED AT DC 1 A. 113 me MAX. OO
GROUND SHALL BE MEASURED AT DC 1 A b6 e MAX. OO
INSULATION 250 Vv DC 200 MO MIN OO
RESISTANCE
VOLTAGE PROOF 300 V AC FOR 1 min NO FLASHOVER OR BREAKDOWN. OO
MECHANICAL CHARACTERISTICS
CONTACT INSERTION $0.53+0.003 BY STEEL GAUGE. INSERTION AND WITHDRAWAL FORCES:| O | -
| AND WITHDRAWAL FORCES 20 N MIN.
CONNECTOR INSERTION MEASURED BY APPLICABLE CONNECTOR, INSERTION AND WITHDRAWAL FORCES:| O
AND WITHDRAWAL FORCES | LOCKING DEVICE WITH LOOK. . 5 To 50N
MECHANICAL 1000 TIMES INSERTIONS AND EXTRACTIONS CONTACT RESISTANCE: 123 wQ MAX.| O | —
OPERATION GROUND RESISTANCE: 86 wQ MAX.| O | —
VIBRATION FREQUENCY 1D T0 55  Hz, TOTAL (DNO ELECTRICAL DISCONTINUITY OF [ O | -
AMPLITUPE 1.5 mw, ———— w/s® AT 2 h 10 ses.
FOR 3 DIRECTIONS. (DNO DAMAGE, CRACK AND LOOSENESS
OF PARTS.
SHOCK 490 m/s® DURATION OF PULSE 11 ws (DNO ELECTRICAL DISCONTINUITY OF | O
AT 3 TIMES FOR 3 DIRECTIONS. 10 ses.
(2NO DAMAGE, CRACK AND LOOSENESS
OF PARTS.
CONTACT RETENTION APPLYING A PULL FORCE THE WIRE AFTER 0.2 N MIN. O -
FORCE THE APPLICABLE CRIMPED CONTACT 1§
ASSENBLED THE BODY.
ENVIRONMENTAL CHARACTERISTICS N
DAMP HEAT EXPOSED AT 40 °C, 90 TO 95 %, 96 h. (D [NSULATION RESISTANCE: 2 O -
(STEADY STATE) MQ MIN (AT HIGH HUMIDITY).
@ INSULATION RESISTANCE: 20
MQ MIN (AT DRY).
(BNO DAMAGE, CRACK AND LOOSENESS
OF PARTS.
RAPID CHANGE OF TEMPERATURE -15 —R/T***— «60—R/T °C | DINSULATION RESISTANCE: O -
TEMPERATURE TIME 30 —10 TO 15 — 30 —10 TO 15 min 200 M MIN
UNDER 5 CYCLES. (@NO DAMAGE, CRACK AND LOOSENESS
OF PARTS.
CORROSION SALT MIST EXPOSED IN 5 %5 SALT WATER SPRAY FOR 48 h/ NO HEAVY CORROSION. Ol -
DRY HEAT EXPOSED AT + ‘C,— h NO DAMAGE, CRACK AND LOOSENESS — |-
OF PARTS.
COLD EXPOSED AT - C.— h NO DAMAGE, CRACK AND LOOSENESS - |-
OF PARTS.
SEALING EXPOSED AT A DEPTH OF OF u FOR NO WATER PENETRATION [NSIDE - | -
h. CONNECTOR.
AIRTIGHTNESS APPLY AIR PRESSURE —— KPa FOR — min NO ARI BUBBLES INSIDE = | -
TO INSIDE CONNECTOR. CONNECTOR.
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