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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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1 Applicable contact

$2110.5

53512

Loose contact type

HR22-SC-122
(CL122-0016-6)

Applicable terminal

HR22-SC-222
(CL122-0008-8)
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Applicable |Size AWG #24 TO 28
wire Insulation
diameter $1.15 max

Crimping tool HR22-TA2428HC

Automatic crimping
machine body  :CM-105

Applicator:AP105-HR22-2

RP6-SC-TP
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SPANNER SIZE 12 5.2

Extractor B | PHOSPHOR BRONZE NICKEL PLATING 12 |STEEL NICKEL PLATING M2.6X0. 45X3
5 |STEEL NICKEL PLATING 11 |BRASS
[2 >CABLE CRIMPING TOOL OF REF.NO.®:HR10A-TC-04 4 | sRass NICKEL PLATING 10 |orecL OKEL PLATING o o0 doxa
E>THE RECOMMENDED CLAMP TORQUE OF REF.NO.®:2 TO 2.5N'm 3 | SILICONE RUBBER (BLACK) S UCRYLONITRILE BUTADIENW RUBBER (BLACK)
2 PBT (BLACK) ULS4Vv—-0 8 BRASS NICKEL PLATING
[4 >ACROSS FLATS OF HEXAGON SOCKET OF REF.NO.® AND @:1.27
THE RECOMMENDED CLAMP TORQUE OF BEF.NO.® AND ®: 0.3 TO 0.4 N.m 1 |ZINC ALLOY NICKEL PLATING /| SILICONE RUBBER (BLACK)
NO. MATERIAL FINISH ., REMARKS NO. MATERIAL FINISH . REMARKS
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6 THE CABLE PULL AND TWISTING STRENGTH AND OTHER CHARACTERISTICS MAY DIFFER: APPROVED :SU. OBARA 14.03. 06 DRQ;"NG EDC3-113281-73
DEPENDING ON THE CABLE STRUCTURE. HIROSE feyecken - HY. KISHI 14.03. 06 [papr
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