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. . . . . 5 Stainless steel 12 |Polyphenylene sulfide (Black)
Notes [1> The recommended tightening torque, adhesive and primer for M16x0.75 portion of PR T S Taok ohrome olati T Trolvenias hite
Ref No.® and ® and M13xL2P1 portion of Ref No.® and @ are as followings. e P e
The adhesive and primer should be attached on the male screw portion of Ref No.(®. 8 |Zinc alloy Black chrome plating 10 |butadiene rubber (Gray)
Recommended tightening torque: 0.9 to 1 N-m. Contact area ‘6Gold 0.24m min. 9 |Polyamide (Black)
Adhesive: Loctite 243 made by Henke | Japan Ltd. 2 Phosphor bronze Terminal area:Gold flash. 8 Fluoro rubber (Black)
Primer: Lock primer 7649, made by Henkel Japan Ltd. (Only M13xL2P1) Under plating:Nickel 2um min. = IFluoro rubber (Black)
2 Rotation examples are shown for Ref No.(D, @, ® and Q2. , , \
. . . . 1 Polyphenylene sulfide (Black) 6 Phosphor bronze Nickel plating
3 Conduit is not applicable to this connector.
4 Make sure that <> marking is positioned within 1 from the center of connector NO. WATERTAL FINISH . REMARKS N, MATERTAL FINISH . REMARKS
as shown in Fig. 1. when mated to the applicable receptacle, otherwise, UNITS fﬁ%f{zi} SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
the connectors are not completely mated, and insert this plug to the receptacle " 2.1 |A] 1 DIS-C-00023204 KS. TAKAHASHI HY. KOBAYASHI | 2026. 07. 27
to the end until the <V marking is located in the center of the connector. APPROVED : HY. KOBAYASHI 2025.07. 07|PRAVING EDC-115409-40-00
5 The cable pull and twisting strength, waterprqof tightness and other characteristics may differ, Qﬁgsw cieckep - HY. KOBAYASHI 2025. 07. 07 [ppr HR34B—12WLPE-10S (40)
depending on the cable structure, please confirm before the use. oo, LD DESIGNED : TY. SUZUKI 2025. 07. 04| N0
' DN KR. SUZUK] 2025.07. 03| CL0134-0040-0-40 Ny %
FORM HCO011-5 1 | 2 | 3 | 4 | 5 | 6 | 7 | 8
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