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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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Notes [1>Plating Cref,
Contact areq

No. @)
Gold 0.24m min
Others Gold and nickel
Under plating = Nickel 2xm min
[2>Plating Cref, No. @)
Surface area Gold 0.2x«m min
Under ploting = Nickel 2xm min
[3>The reconmended clamp torque of ref, No.@ to be 0.8 to 1 N-m.

Please be sure to use thread locker and lock primer to the threaded portion M12.5 X0.75 of ref, No. @

/¥

&é}

< n

@

(¢

(.6

Attuched

5X0.75

.Attached
( DAttached

(35.5)

to prevent ref, No.@ from loosing. 9 | Linc allo Nickel platin 18 | Stainless steel
Recommended thread Locker and lock primer = LOCTITE 263, LOCK PRIMER 7649, HENKEL JAPAN LTD. 8 Stuinlessysteel ; : 17 | brass Nickel plating
AD:{M r;corgended ““"”_’ torque of ref, Ng.@ o be 0'h3 tg 0.5 N-n. 0. @ 7 | Chloroprene rubber | (Bluck) 16 | PPS (Natural brown)  ULI4V-0
Fef’ 0. r"s “ée” tﬂp"'"g S“?“’E‘ ; bre 15 10 thread processing on ref, No. ©. 6 | Stoinless steel 15 | Polyanide Ooturel nilky white)  ULOAV-0
[5 >Fasten ref.No. @ to the table with the cable crimping tool. 5 [ Zinc alloy Nickel olotin T4 | Chioroorene tabber | Blackd
And make ref, No. @ contact with ref, No.@ CRefer to Fig. 1) p ! :
: PR iy v 4 | bross [2> 13 | Phosphor bronze | Nickel ploting
Applicable cable crimping tool = LF-TC-01 CCL-150-0234-6) 3¢ 0 > T2 T oh b )
The hole diameter roc crimping + #7.9.) Dpper 0110) wroprent ruéﬂ Bloc
5 Applicable cable assembly fixture = LFI08P-TOT CCL150-0235-9) 2| PPS Black) _ ULSAV-0 11 | Fluoro rubber rCIBIECP —
Please use the fixture os o cradle for ref, No. @ at the time of wiring and assenbly. 1| Zine alloy Nickel plating 10 | Zine ulloy [CReL ploting
7 Rototion examples of ref, No.©, @ 1nd ® to @ are shown, NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
RUtﬂtiOﬂ eX(]lﬂ[JleS Of ref. NO.@ (]nd @ ,[0 ire Sh(]wn. UNITS g SCA‘LE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
§ The coble pull and twisting strength waterproof tightness and other charocteristics may differ, = @ : ;P:ROVE%YHZYAMADSIS'C'OO%??%?A DRAWING el De- KI'NAGA_NUMA_ UL
depending on the cable structure, please confirm before the use. HIROSE - No. EDC-377501-00-00
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