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Issued by: 

Daisuke Mori 

 

PRODUCTS 

 

CLASS 6233 01 - RECEPTACLES - Attachment Plug Type and Plugs 

 

Special-use Plugs and connectors, Series QR/P1, with suffixes, 8, 12, 16, 24 and 32 indicating the number of 

contacts, 10A, 125V ac, 3A, 250V ac (No. 14AWG), 8A, 125V ac, 3A, 250V ac (No. 16AWG), 3A, 125V ac, 1A, 

250V ac (No. 18-22AWG), 2A, 125V ac, 1A, 250V ac (No. 24AWG), 1A, 125V ac, 0.5A, 250V ac (No. 26-

28AWG), for use with Certified stranded copper conductors. 

 

Notes:  Suffixes may be added to the above series designation to denote e.g. the type of contacts, wire sizes and 

plating. 

 

Conditions of Acceptability: 

 

1. Not for interrupting current. 

 

2. These are Certified only for supply to manufacturers, as component, for the assembly of Certified electrical 

equipment where the suitability of the combination is determined by the CSA Group. 

 

APPLICABLE REQUIREMENTS 

 

CSA Standard C22.2 No. 182.3-16  - Special Use Attachment Plugs, Receptacles, and Connectors 

 


