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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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Notes[1 >The contocts ot the 4 ends will be in contoct first when moted with QR/P15-40P.  (Sequence structure) \
[2>The following connectors can be mated ot this portion. (R/P15-40P QR/P15-405
Product name L code Number of contacts | Contact No. to be connected to the sequence prt ‘ ‘
DF11-18DS-2R76 | CLO543-0659-0-00 8 1 (3.2)Efective mating length
0F11-180S-2C [ (L0543-0508-4-00 ' (for sequentiol contact: 4)
[3>The following connectors can be mated ot this portion. 3 | PRI Black . UL34V-0 . T
Product name (L cole Nunber of contucts [ Confact Mo To be connecfed fu he sequence par Phosohor b Gontact et Guld pleting 026w nin | 5 | Polyanide Bluck . UL34V-
OFT1-2705-2R28 [ CL050-0651-1-00 " — T T e e et oaoein | 4| Polyanide Black, ILOV0
DF11-2205-20 | (10543-0510-6-00 NO. MATERIAL FINISH . REMARKS NO. MATERIAL FINISH . REMARKS
4. Use the tin plated socket crimp contact. CDF11-+SCF) UNITS @8 SCALE COUNT |  DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
[5 >Refer to ATAD-E2829 for connector wiring when moted. mm CERELIN V)N
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