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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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NOTE [1 >USE THIS PRODUCT WITH MS-162-HRMJ-1 6. USE ALL PRODUCTS WITHIN 1 YEAR AFTER THE DELIVERY. = =
AND EQUIVALENT CONTACT ATED. STORE THEM IN NANUFACTURER' § PACKAGE OR TIGHTLY RE-CLOSED BOX WITH SREATHIS AREA SHOULD BE COVERED WITH RESIST PATTERN.
FOR THE USE OF MS-162-HRMJ-1 AND EQUIVALENT, THE FOLLOWING CONDITIONS. CHECK THE TERMINAL SOLDERABILITY BEFORE
PUSH THEM ON THE POSITION P. USE TF THE PRODUCT HAS BEEN STORED FOR MORE THAN 1 YEAR.
USE WITH THE STRUCTURE WHICH ALWAYS KEEP IN TEPERATURE : -10C T0 +40C E
TOUCH TO THE POSITION P OR WITH LOCK STRUCTURE. HUMIDITY & 15 T0 85% RH.
2. COAXTAL SWITCH CIRCUIT SHALL BE AS FOLLOWS: 7. ENVIRONMENTAL CONDITIONS RoHS CONPLIANT
STATE OF CONTACT NONMATED STATE OF CONTACT NATED D0 NOT USE THE PRODUCTS UNDER THE ENVIRONMENTAL CONDITIONS !
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