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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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APPLICABLE STANDAR(
VOLTAGE|™T L . 5222+ APPLICABLE CABLES
CURRENT|™ ] "% 3 a T NGy RANGE aco~ Hz)
RATING T - -
POWER TEMPERATURE RANGE ~ 35 T~+35%C(Notes:1)]
SPECIALTY . ]
SPECIFICATIONS
|No. ITEM CONDITIONS ' TEST STANODARO| MIN | MAX uul'rslcn', AT
1 |oesicn-snurentar-rintam A003 L . ‘ ) -} -1 —-]0O]|0
Applicable Std., and - O -0
2 MARKING ppitcanie B d \b0056: e aelle
3 | ineuation nestsrance|Must be over stenders velue at OC 500V, MIL-STD-I344 looo| — |M&IO|—
CONTACT neslaTANCE  [The voltage drop must be under the Std, vaius . .
UNIT coract {at 0c 0.1 A, MIL.STD-1344| — | 30 [m@ | O | —
4 The voltege drop must be under the 8td, value _ ma
CoNTACT | a¢ DC A, 1
5 S'Om“mm"""" Must wlthltnnd:; 650V tor one minute, IMIL.STD-1344| — | —{ — |O | —
6 |Low Lever cracurr The Contact Ressistance must be under the st.d. — mal—1—
. value at DC20mV l|ess and mA,
7 loar cincurr Must have conductivity in alternate . — N N
current at OC sV,
CONTACT ENGAGEMENT | Must be sultable for the 8td,[ 0°U9¢ 8i%¢ _ L=
.“A::w,. fonCeEe vaiye at applicable gauge., 9
8 HMATING ANO Must be sultable for the 8td, kot| — | —
UNMATING FORCES value,
) Insufation resistahce must . — —_ —
g| wHumiorTy be over the Std.value ot - | OF MO humidity Mo
402, 90 ~ 95 X. 9b nours, [Erter Righ humidi I MI] STD-1344 [{000 | — [MB | O | —
Must heve no demage, crack and looeeness of
10 VIBAATION |parts at Frequency ranoe\o-_: 55 Hz, ... MIL-STD-1344| — - —_ O —
amp! 1 tude,J5mm —G at 2hours for 3directions,
Must have no doemage, creck and l[ooseness of
11} 8HOCK parts after 3 cycles at 4q0"ain 3 directions, MILSTD-1344]| — | — | — |O | —
) Must have no demage, crack and [ooseness of . ’
4 2] TEeMPERATURE CYCLING perts fOl'-'ls\_;- 1855 S cycles, MIL.STD.1344 — — _— O -_—
U Y conTacT Must be lees then the std. value atter 30  MIL-STD.134 | — | 30 [ma |O | —
13 insertion end extraction cycles at the condition :
CONTACT [described In above item No. 4. ) N ma|— |
SALT SPRAY iMuat not have heavy corrosion sfter X _
14! (CORROSION). |salt water sprey for  hours. S
Must not have heavy corrosion after _ _ N D
15| HeS-EXPOSURE ppm for hours,
Must not have heavy corrosion after - . N D
16| S02-EXPOSURE pom tor nours, d
Notes:1
This tempareture includes a rise by heat’s generation of connector when electricity passes.
REMARKS appROVED |1/ o S 9{[.‘5‘2‘_ . ' - IssuEo e\'li
e = | HIG e
CHECKED | Y Mona 94 .3 28 _ Co.,L70,
DESIGNED| 7 9’(% 94+ 3-24.| PART No, '
ORAWN . Q,q,ﬁ ’44_. 3. DF/B"X‘DE/D'Z 5 RC
ORAWING No, v COOE No. 0350 9
QT:Qualification Teat AT:Assurance Test OlApplicable item FOAM Na. N




