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APPLICABLE STANDARO

VoLTAGE[™T L % 5222+ APPLICABLE CABLES

CURRENT|™] "L % 3 a EAEQUENCY mancE 2 Co~ Hz)
RATING OPERAT ING » . .

POWER A e range]  ~ 35 T~+35°C(Notes:1)

[sPeCIALTY] ~ .

SPECIFICATIONS
No, ITEM CONDITIONS TEST STANDARD| MIN | MAX uurrs|cn'_ AT
1 |oesrcnsarentaL. siNton ADC3 " . ' —|l=]1=10l0
§ ble 8td, d .. .3— -

2 MARKING Aeplicadte A 160034 ~02 - | —=1—={0]0O
3 | ineutaTion neetetance|Must be over standard velue at OC 500V. MI-L-STD-I344 looo| — |MB8IO|—
CONTACT AESISTANCE Tha voltage drop must be under the Std, value . .

UNIT comract | at D€ 0.1 A. MIL-STD-1344| — | 30 |m@ | O | —
4 The voltsge drop must be under the 6td. value . ma
CONTACT | at DC A, I
5 xmlcmwmlm Must wutn-tand:; 650V tor one minute. MILSTD- 1344 — | — | — |O| —
6 luow Leved cimcurr The Contact Raststance must be under the 81‘:6. — mal—|—
. vaiue at DC20mV less and mA,
7 loay ciacurr Must have conductivity in a]ternate o _ S I A
current at OC av,
CONTACT ENGAGEMENT | Must be sulteble for the std.| 9%U9¢ #i%¢ _ ==
uu::xou fORCES value at applicable gauge, 0
8 MATING ANO Must be sultable for the Std, kot — | —
UNMATING FORCES value,
: Insulattion resistafce must -— —_— | —
S HUMIDITY be over the Std.value at - at high humidity Ma
40t2t. 90 ~ 95 . 9b nours, [oftar high humtd 1 DIMIL.STD-1344 {1000 | — | M| O | —
Must have no demage, creack and looseness of
10| VIBRATION |parts at Frequency rangel0~ G55 Hz, " . . MILSTD-1344| — | — | — | O|—
amol 1tude 0 JEnm.—G at 2 hours for 3directions,
Must heve no demage, crack and looseness of
11| SHOCK parts after 3 cycles st 4QQ'yain 3 directions, MILSTD-134| — | — | — {O|—
) TEMPERATURE CYCLING Must have no demage, crack and looseness of _ _ . _
12 parts for-t;g- 185G 5§ cycles, MIL'STD-1344 : O
DUM'!'!Y\?CI CONTACT Must be less than the Std. velue arter 30 MH.-STD-1344 . —_— 30 ma O -—
13 insection and extraction cycles &t the condition ,
CONTACT [described 1n above item No, 4. ’ - m|i—i—
SALT SPRAY Must not have heavy corrosion efter X 1t
14| (CORROSION). |eait water sprey for __ houra.
Must not have heavy corrosion after _ _ N _
15| HeS-EXPOSURE ppm for hours, -
Must not have heavy corrosion after _ . _ .
16| sO2-EXPOSURE ppm for nours, d
N T
Notes:1
This tempareture includes a rise by heat's generation of connector when electricity passes.
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