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In_case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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APPLICABLE STANDARC
VoLTAGE[™T L % 222+ APPLICASLE CABLES
CONTACT Mo, IMPEDANCE
RATING CURRENT| ;| ~ % 3 A FREQUENCY RANGE 2 (0~ Hz)
POWER ”Em:e"_‘_;{%‘;a_e___b RANGE - 35 ¢~ +35'C(Notes: 1|
|SPECIAL.‘IY - ]
SPECIFICATIONS
No., ITEM CONDITIONS TEST STANOARO| MIN | MAX um'rslo'r, AT
1 |oestcH-maTEAtAL-EINIH : 3 bood ) ) —-|l=1-=10l0
Applicable 8td, snd _ — o002~
2 MARKING ppifcante e v Z-02 —|=1=101l0
3 | ineuaTIoN nesteTance|Must be over stendard velue st OC 500V.MIL-STD-134 |loc0 | — MR |O| —
CONTACT AEslsTANCE The voltage drop must be under the Std. vaiue . .
UNIT comecr lat oc 0.1 a. MIL-STD-1344 30 {m@ O] -
4 The voltege drop must ba under the §td. value — ma
CONTACT | at OC AL 1
5 slom‘c WITHITAOIN | pus ¢ wlthatund 650V tor one minute. |MILSTD-1344] — | — | — |O | —
6 |ow Levee crmcutt The Contact Resistance must be under the 8td, 4 ma | —1—
. value at OC20mV Jeess and mA,
7 loay cimcurr Must have conductivity in alternate _ _ I N A
) current at OC av, ’
CONTACT eNcacemenT | must be suitable for the std,| 0°U9¢ #!%¢ _ A=
.e,.A:::w,. FORCES vajue at applicable gauge, 0
8 MATING ANO Must be suitable for the Std, kot — | —
UNMATING FORCES value.
: [nsulation resistahce must —_— —_—] —
g HUMIOITY be over the 8td,value at - ot high humidity Mo
40+2T. 90 ~ 95 X. 9b hours, [@ftar Rioh hmidt) MTT STD-1344 |(000 | — M| O | —
Must have no damage, crack and loosenass of
10 VIBRATION [parta at Frequency rangel0~ G55Hz, ... MILSTD-1344| — | — | — O)—
amol i tude0 JErm,—G st 2hours for 3directions.
Must have no demege, creck and loossnese of
14} 8HOCK parts after 3 cycles et 4Q(Wain 3 directions, MILSTD-1344} — | — | — |O | —
) Must have no demage, crack and {oossness of . ’
12| TOMPERATURE CYCLINC Iparts for- GG~ 425C. G cycles. MIL-STD-1344| — | — | = |O|—
WM"L‘\]‘Y contacT [Must be less than the Std. value efter 30 MIL-STD.1344 |- — {30 |m2 1O | —
13 insertion and extraction cycles at the condition .
CoNTACT |described In above (tem No. 4. ’ — mQ|—
SALT SPRAY Must not have heavy corroston after x I
14 CCORROS I ON). salt water spray for hours.
Must not have heavy corrosion after _ _ 1
15| HeS~-EXPOSURE ppm for  hours. -
IMust not have heavy corrosion after - _ N D
16| SO2-EXPOSURE ppm tor nours, o
Al T
Notes:1
This tempareture includes a rise by heat's generation of connector when electricity passes.
REMARKS APPiROVEd ‘ }{63_21_ . ' - 1§8UED a\:_
v - HIROSE ‘
REVIEWED S I I ! l ELECTRIC
cHeCKED |, Dmma 94.3 2% ' CO.,LTD,
OESIGNEO| 2y Jorph  |/94. 3-24{PART No,
ORAWN . Potel '94-3-24 DFIB-XbS-2.5RC
DRAW[ NG No, CQOE No, ObOO 4_
SLC4 — \60092 _OzsPECIFI_C_ATION SHEET CL54_l 06'50 ——
QT:Quatiftication Test item FOAM No, @

NOTE

AT:Assurance Test OtAppllicable




