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[1>Table-1 | White markings
Applicable crimp contact
Kind HRS No. Part No. Applicable wire
Loose piece | 134-0051-7  |HR34B-SC1-111/ AWG#20 to AWGH25
Strip contact 134-0050-4 HR34B-SC1-211| AWG#20 to AWG#25

Applicable tool

The shape shows an example.
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Fig. 1(1:1) Mating condition(1:1)
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such as the jacket material and hardness.

Notes 6 Cable clamp strength and waterproof performance depend on cable structure

Kind Item HRS No. Part No. We recommend checking the performance before the usage.
Hand Hand crimp tool| 150-0107-9 | HT304/HR34B-1
Automa_ Automatic crimping machine 901 —0005—4 CM—1 05
tic Applicator 901-2051-2 | AP105-HR34B-1
Contact extraction tool 150-0039-0 RP6-SC-TP 6  |Fluoro rubber (Black)
Notes [1 > Table-1 shows applicable crimp contact and applicable tool. 5  |Phosphor bronze Nickel plating 11 |Polyphenylene sulfide | Black)
[ 2> The recommended tightening torque, adhesive and primer for M16x0.75 portion of 4 |Stainless steel 10 |Polyamide (White)
Ref.No. @ and ® and M13xL2P1 portion of Ref.No.® and (D are as fol lowings. 3 |Zinc alloy Black chrome plating g |Mdrosenation serylonitrile | (gpgy)
Thg adhesigedand Erimer should beoa;tach?dNon the male screw portion of Ref.No.®. 2 |zinc alloy Black chrome plating 8 |Polyanide Black)
ecommended tightening torque: 0.9 to = m. T Trolvoreny] Fide | Glack)
Adhesive: Loctite 243 made by Henkel Japan Ltd. oyphenyTene ST ac 7 |Fluoro rubber (Black)
Primer: Lock primer 7649, made by Henkel Japan Ltd. NO. MATERIAL FINISH , REMARKS NO. MATERIAL FINISH , REMARKS
3 Conduit iS not appl icable to th|S Connector_ UNITS @ % SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
4 Rotation examples are shown for Ref.No.@,®), ® and @. " 21|\ 2025.01. 09
5 Make sure that <> marking is positioned within 1 from the center of connector APPROVED : HY. KOBAYASHI 2025. 06. 27|PRAVING EDC—115407-40-00
as shown in Fig. 1. When mated to the applicable receptacle, otherwise, ms HIROSE oHeckeD - HY. KOBAYASHI 2025.06. 27 oarr
the connectors are not completely mated, and insert this plug to the receptacle E(L)ECI%C DESIGNED : TY. SUZUKI 2025. 06. 26]_N0. HR34B—12WPE-10SC (40)
to the end until the <> marking is located in the center of the connector. T DR KR, SUZUKI 2025. 06. 26| CL0134-0038-9-40 /|1
FORM HCO011-5 1 | 2 | 3 | 4 | 5 | 6 | 7 | 8
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