Dec.1.2025 Copyright 2025 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.

3.3 +0.3

[5 >Separation point

\//

D2 +02

| | | v s
/1] L] o
| | | i
- | I — 7 SR
\\\\¥ J | EJ i 1~ ) \\\\\_,////
{l 1' 2.3 +0.3 -

(20. 3) \
15 +0.5 A(lg
6.73 +o0.3 3.57 +o0.2 e?v
QT

3 Pl 6; |

™ <\ °

: \

o ] L1 |1 m
R
\*E*\ Notes 1 The product is apply to the wire AWG#14 to 16 (Wire jacket diameter: ¢ 2.6 to 3.0)
2 Per reel : 5,000 contacts.
[3 >Surface plating : Tin plating Tum min
- - - - - - **“W Under plating : Nickel plating 1um min
Reel (1:10) 4 The assembly of this product applies to the manual ETAD-C0454-00.

[5 >Bend the terminal and carrier up and down in the axial direction of the pilot hole
to separate them.

6 This product is coated with lubricant on the surface.
Oil residues may be confirmed, but there is no problem with performance.

In addition, if dust etc. adhere, remove it with an air blow or the like before using.
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