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£z Part No. [Cable color
| ~04441TS~ | WHITE |
@ ~ (44275~ BLACK
Z yro
_| 45 Wy
NOTE 2> We indicote the Length of the harness on the last of product nome, "L part.

[2> The angle is optional for long length in the cose of L>150,
[3> Tolerance for [L]

Cable direction of recommended.

Length L [nn] Tolerance [nn]

3/ S L= 1708 £0.5m

[4> The drawing shows moted connector height only
Specifications are subject to change without notice.

For maintain performance.

| PRECAUTIONS FOR HANDRAIRN
‘ Ad
@ Connector insertion ¢ N .
0. Insert the t erpendicularly to the meting surface
(Y po% gning the moting oxes of both connectors by
inserti

specia on JIG. (fig. 1)
No LCV)-LP-IN. 0UT CCL0331-0076-0)

t excessively slont the connectors when inserting.

<€@Connector shall be extracted by speciolised extraction JI6. (fig. 2

Part No. X, FLCVD-LP-IN. OUT CCLO331-0076-0)
Never hold the cable when extrocting the cable because it demages the connector.

X, FLCV)-LP-IN. OUT

| @ Allowoble Loods on the coble after the connectors are moted.

Fig.3 show the maximum allowable loods on the cable. F
Do not apply loads exceeding these values to the cable.
@ We recommened you to arrange ¢ cushioning medium, oS Shown in fig.4 and to prevent o fitting blank.

Extraction method

Cushioning medium

X FLCAD-LP-IN. OUT

114 0.05

i

[nsertion method
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fig. 4

fig. 2
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