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A\
EBPrecaytions

ONotification for harness assenbly

1 ) When inserting the crimping terminal to the crimping socket, plesse do not tilt the crimping terminal or twist the coble.
Insertion at tilted ongles or twisting the cable may couse deformation of the crimping terminal or crimping socket.

2 ) After inserting the crimping terminal to the crimping socket, please make sure thot the Lance has been hooked with pulling the cable Lightly.
When checking the hook, please avoid bending the coble for preventing terminal drop-off.

Load L00d Pull the cable t Without load 6

Lightly straight

3 ) Bundle cables/Cabtyre Cables

Recommend bundle and strip position of cobles are 1 @u re.
Bunding close to the connectors may couse terminahefrop*off, breaking cables and unstable connection.
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A\
EPrecoytions

©Notificotion for Insertion Extraction

1) Please insertCextract) the crimping socket straight to the mating connector.
InsertionCextraction) at tilted angles applies Load concentration to the connetor end and may couse deformation
A{f:f!}. Cat connection orea, socket and header cose, etcd. There is firing risk using this kind of defomed connector.

InsertionCExtraction) Insert/extract vertically

Insertion

Extraction (:E;; ‘;El~' (:::) }*<::
2 ) When it is hard to extroct, please Lightly insert the connector beforehand and then p l<:Et)wTE%'
Forced extraction has o risk of connector breckage. <\~!§\l:\:;558
®Notification of wiring ?\P‘
1 ) When using o thick cable, short coble length and bendi (EE:“$;:;%e connector end, these load concentration may couse deformation.
l‘f:fil Please note that there is firing risk using deform 1§$5hg I
f

When installing, please refrain from stress conc on such as cable bending close to the connector end or cable twisting.

relessing the lock.
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= Stress concentration: = No stress concentration:
Cable bending close No cable bending close
to connector to connector

NG OK

. _ _ _ DRAN ING EDC-326966-00-00
2 ) When applying Lood to connector end, plesse use the retainer for reducing the stress affection on the connector. ms PART DF22 - 1RS/P-7. 92

Retainer shall be installed after inserted crimping contoct completely. It might be impossible to insert it when terminol installation is incompleted. cggé
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